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Answer: A 

QUESTION: 158
 
Simultaneous Multithreading (SMT) is enabled in a POWER6 VIO client running AIX 6.1.
 
Which command would be used to disable it after the next operating system reboot is
 
performed?
 

A. schedo -o smt=0 -p 
B. smtctl -m off -w boot 
C. chdev -l sys0 -a smt=off 
D. echo 0 > /proc/sys/smt_enable 

Answer: B 

QUESTION: 159 
An administrator wants to create a private network across two existing LPARs on a single 
Power server. How can this be achieved quickly with minimal downtime? 

A. Create a network path for each LPAR. The path should use the VIO server to keep the 
packets within the frame. 
B. Use DLPAR to create a virtual Ethernet adapter in each LPAR, run cfgmgr to configure 
the virtual adapters, and create an SEA using these two adapters. 
C. Use DLPAR to create a virtual Ethernet adapter on each LPAR with the same PVID, 
run cfgmgr to configure the virtual adapters, and assign them IP addresses on a private 
subnet. 
D. Use the VIO server on the Power server to assign a virtual Ethernet adapter to each 
LPAR, run cfgmgr to configure the virtual adapters, and assign them IP addresses on a 
private subnet. 

Answer: C 

QUESTION: 160 
An administrator has a Power 570 in default configuration with a 4 port 1 Gbps Integrated 
Virtual Ethernet (IVE) adapter. A new application requires that the MCS value for the first 
port group of the IVE adapter be set to 1. If this change is made, what is the maximum 
number of logical ports, across both port groups, that the IVE adapter can provide? 
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A. 4 
B. 16
 
C. 20
 
D. 32
 

Answer: C 

QUESTION: 161
 
On a Hardware Management Console (HMC) at version 7, an administrator has an LPAR
 
defined with a minimum of 4GB of memory, 6GB desired and a maximum of 16 GB of
 

processor resources window?
 

memory. The administrator wants to go from 5 GB to 8 GB assigned memory for this
 
partition. In order to make the change, what value should the administrator enter into the add
 

A. 2
 
B. 3
 
C. 4
 
D. 8
 

Answer: B 

QUESTION: 162
 
Which IOS command shows the detailed error report?
 

A. errpt -A 
B. errpt -a 
C. errlog -a 
D. errlog -ls 

Answer: D 

QUESTION: 163
 
In order for DLPAR operations to be possible, the RMC daemons on the Hardware
 
Management Console (HMC) must communicate with the RMC daemons on all of the LPARs
 
involved. How can the RMC daemons be restarted on the HMC, causing the least disruption?
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A. Run "/usr/sbin/rsct/bin/rmcctrl z" as hscroot. 
B. Reboot the HMC, either through the GUI or via the command line. 
C. Disable and re-enable RMC in the Firewall settings in the HMC GUI. 
D. Select the "Partition Communication" checkbox in the LAN Adapter dialogue box. 

Answer: B 

QUESTION: 164 
What is the minimum version of POWER architecture which supports capped and uncapped 
partitions in the same shared processor pool? 

A. POWER4 
B. POWER5 
C. POWER6 
D. POWER5+ 

Answer: B 

QUESTION: 165
 
An administrator has a Power 570 and wants to use one port of the two port Integrated Virtual
 
Ethernet(IVE) adapter as the physical adapter component in a Shared Ethernet Adapter (SEA).
 
Which of the following supports this requirement?
 

A. Set the MCS value of the IVE to 1. 
B. Only use logical port 1 of the IVE. 
C. Set the physical port on the IVE to promiscuous mode. 
D. Allocate both physical IVE ports to the same VIO server. 

Answer: C 

QUESTION: 166 
A customer has raised a question about a recently installed LPAR. What command would the 
administrator run to obtain information about the processor entitlement? 

A. lscfg -vps 
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B. prtconf -c 
C. lparstat -i 
D. lsdev -C -c processor 

Answer: C 

QUESTION: 167
 
Which of the following can be used to restore a VIO server from a backup image?
 

A. Run installios on the HMC. 
B. Restore the vg files from the VIO server 
C. Restore from the NIM master running on the HMC. 
D. Reboot from VIO media and select 'restore from backup'. 

Answer: A 

QUESTION: 168 
The system administrator for a company plans to consolidate the workload of several ageing 
servers onto a new Power server. The administrator's intention is to virtualize all network and 
disk resources for each LPAR in the new system using VIOS 1.x. Which of the following is 
correct regarding MAC addresses and World Wide Port Names (WWPN) in a client partition? 

A. Each client LPAR will have its own MAC address and WWPN. 
B. Each client LPAR will have no unique MAC address or WWPN. 
C. Each client LPAR will have its own MAC address, but no unique WWPN. 
D. Each client LPAR will have no unique MAC address, but will have its own WWPN. 

Answer: C 

QUESTION: 169
 
Which of the following is a feature of Integrated Virtualization Manager (IVM)?
 

A. It has a GUI interface for upgrading system firmware. 
B. It creates and manages AIX/Linux and VIOS type LPARs. 
C. It can be managed by the Hardware Management Console (HMC). 
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D. It supports Live Partition Mobility on POWER6 systems and above 

Answer: D 
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