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B. Assign I/O slots to an LPAR 
C. Create or modify user characteristics on the HMC 
D. Query to determine if system is in LPAR or SMP mode 

Answer: D 

QUESTION: 91 
The LEDs in AIX are often used to diagnose boot failure. When the p690 is in LPAR 
mode, how can the partition LEDs be viewed? 

A. Assign the Operating Panel of the p690 to the desired partition. 
B. Open a virtual terminal window to view the LEDs on the partition. 
C. Select an active partition profile on the HMC and the operator panel will display the 
LED for that partition. 
D. Open the "Partition Management Screen" on the HMC and the LEDs for each of the 
partitions will be displayed. 

Answer: D 

QUESTION: 92
 
Under the HMC Managed System pull-down menu, there is an option for 'Profile Data'.
 
Under this selection, one can save profiles, restore profiles, and initialize profiles. Which
 
action does the initialize profiles option perform?
 

A. It rereads the partition and profile information from NVRAM to the HMC. 
B. It removes all the current partition and profile information from the HMC. 
C. It resets the HMC partitions to the administrator defined default partitions. 
D. It resends the current HMC partition and profile information from the HMC to the 
NVRAM. 

Answer: B 

QUESTION: 93 
Under the HMC Managed System Pull-down menu, there is an option for 'Profile Data'. 
Under this selection, one can save profiles, restore profiles, and initialize profiles. When 
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restoring profiles, which of the following is true? 

A. The restored profile always overwrites the current profile settings. 
B. The restored profile always merges into the current profile, but overwrites any profiles 
of the same name. 
C. The restored profile always merges into the current profile, but never overwrites any 
profiles of the same name. 
D. The restored profile will overwrite the current profile based on the option selected. 

Answer: D 

QUESTION: 94 
Which of the following software tools can be used for load balancing between POWER4 
LPAR system partitions? 

A. LoadLeveler 
B. Workload Manager 
C. Performance Agent 
D. Performance Toolbox 

Answer: A 

QUESTION: 95 
Which of the following performance monitoring tools are available on the POWER4 
LPAR system platform for a system administrator to use? 

A. truss, topas, svmon and iostat 
B. vmstat, topas, snoop and svmon 
C. iostat, vmstat, snoop and topas 
D. svmon, analyze, vmstat and truss 

Answer: A 

QUESTION: 96 
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The system administrator is informed that the LPAR running a customer application is 
performing poorly. Which of the following options could the system administrator use to 
evaluate the performance degradation of the LPAR? 

A. Workload Manager 
B. Load Leveler 
C. Performance ToolBox 
D. Performance Focal Point 

Answer: C 

QUESTION: 97 
The High Performance Computing (HPC) model of the p690 has fewer CPUs per MCM 
than the Turbo model. Which types of applications will benefit from the HPC? 

A. Applications that are constrained by CPU speed 
B. Applications that are constrained by memory size 
C. Applications that are constrained by I/O bandwidth 
D. Applications that are constrained by memory access speed 

Answer: D 

QUESTION: 98 
Which file provides support of permanent and reboot values for tuning parameters in AIX 
Version 5.2? 

A. /etc/fstab/nextboot 
B. /usr/sbin/tunedefault 
C. /etc/tunables/nextboot 
D. /usr/kernal/samples/vmtune –p 

Answer: C 

QUESTION: 99 
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In a high performance computing environment, if an 8GB and a 32GB memory card is 
installed in the MCM’s memory slots, what is the performance result? 

A. The two cards are treated independently with the data on the application being handled 
50/50 across the L3 cache. 
B. The two cards are treated independently with the data for an application being handled 
20/80 across the L3 cache. 
C. Any two memory cards can be installed in the MCM’s memory slot without problems 
as long as they are installed in pairs. 
D. The two cards are treated as one memory store, with the data for an application being 
handled 50/50 across the L3 cache. 

Answer: B 

QUESTION: 100
 
Which of the following options are available to remotely manage the HMC?
 

A. Establish a ssh session with the HMC 
B. Establish a telnet session with the HMC 
C. Activate rexec and rsh features on the HMC 
D. Install the Trusted Computing Base and Secure Socket Protocol 

Answer: A 

QUESTION: 101
 
The function 'Rebuild Managed System' can be used to do which of the following?
 

A. Refresh the NVRAM from the current HMC settings 
B. Clear out all the defined partitions from the NVRAM 
C. Clear out all the defined partitions from the HMC 
D. Refresh the HMC from the NVRAM settings 

Answer: D 
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QUESTION: 102 
A p690 was delivered preloaded with AIX in SMP mode. The system administrator 
created an LPAR and then issued a shutdown -F on the newly created LPAR. The entire 
system shut down and powered off. Which of the following is the most likely reason? 

A. The system administrator failed to reset system policy in the CEC menu. 
B. The system administrator failed to set Service Authority for the newly created partition. 
C. This is an expected occurrence because the system will always shut down when the last 
logical partition is powered off. 
D. The system administrator reused the boot disk that was originally loaded with AIX for 
the new LPAR that created a problem. 

Answer: A 
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