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QUESTION: 116 
A customer has a System i model 570 and model 825 installed, both at V5R3.  They use fibre-
attached IBM external storage for both systems, as well as internal storage for the load source. 
They would like to remove all internal storage on these systems.  How should this be 
accomplished? 

A. Upgrade both machines to V5R4 and use the FC #2847 IOP. 
B. Use the FC #2847 IOP for external load source for both the 570 and the 825. 
C. Upgrade the 825 to an i5 570 system and use the FC #2847 IOP in both machines. 
D. Add a PCI-X tower to the 825 and use FC #2844 IOP in the PCI-X tower and the i5 570. 

Answer: C 

QUESTION: 117
 
Where does the UPS cable connect on the System i model 520?
 

A. J15 
B. J16 
C. P1-T1 
D. P1-T2 

Answer: D 

QUESTION: 118
 
A customer has an existing System i model 825 with three partitions running V5R3. There is
 
one managing primary partition and two secondary partitions running production workloads.
 
They are upgrading to a model 550+ and all current production disk drives are being migrated.
 
What is the simplest way to migrate the partitions?
 

A. Upgrade the hardware to model 550+. Migrate the disk drives from the two production
partitions to the 550+. Repartition the system using the HMC. 
B. Upgrade the hardware to model 550+. Install V5R4 on the load source for each of the two 
production partitions. Repartition the system using the HMC.
C. Delete the secondary partitions and add the disk to the primary partition.  Upgrade the
operating system to V5R4 and upgrade the hardware to model 550+.Repartition the system
using the HMC. 
D. Delete the primary partition. Reallocate the disk to one of the secondary partitions.  Upgrade 
the operating system to V5R4 and upgrade the hardware to model 550+.Repartition the system 
using the HMC. 

Answer: A 

QUESTION: 119 
Which of the following is omitted when running the Backup Critical Console Data function on
the HMC? 

A. Base operating system 
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B. Partition profile definitions 
C. Licensed machine code updates 
D. Security configuration settings 

Answer: A 

QUESTION: 120 
A customer wants to use a LAN-attached PC for a console. What is the minimum configuration 
required to connect to a System i 520+? 

A. T-5 Ethernet port on the 520 CEC 
B. PC connected to the HMC port on the 520 FSP 
C. FC #5706 1 GB Ethernet card, with the PC connected to the port on this card 
D. FC #2838 10/100 Ethernet card, with the PC connected to the port on this card 

Answer: A 

QUESTION: 121 
A customer is installing a new System i model 520 without an HMC and has decided not to use 
the embedded Ethernet ports as a console.What should be done to make sure the embedded 
ports are not used as a LAN console? 

A. Place the LAN adapter for the console in CPU slot C04. 
B. From DST or SST, use option "2" against "Allow supported internal LAN adapter to be the
console." 
C. Run LAN console from a non-embedded Ethernet port which will cause the system to disable 
the embedded ports for LAN console. 
D. From iSeries Navigator, use Hardware/Workstation Resources/Properties to disable LAN 
console operations from the embedded Ethernet ports. 

Answer: B 

QUESTION: 122 
A customer is installing a new System i 5xx and wants to use the E-Z setup wizard. Which 
console option is supported? 

A. LAN Console 
B. HMC Console 
C. Thin Console 
D. Operations Console 

Answer: D 

QUESTION: 123
 
What must be done immediately prior to upgrading to a new release on the HMC?
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A. Save User Data. 
B. Save Upgrade Data. 
C. Save Profile Data. 
D. Back up Critical Console Data. 

Answer: B 

QUESTION: 124 
A customer is migrating from a System i model 820 to a model 520 using the unload/reload 
method.  The primary application utilizes both DDS-created logical files, and SQL indexes. 
Many of the DDS-created logical files are joined logical files.  The database contains over 2000 
tables, with several tables in excess of 50 million rows.  Which of the following must be done 
in order to ensure a smooth migration of all the database tables? 

A. Change the Relational Database Entry mode entry to stop access path recovery during 
restores. 
B. Use the ALWOBJDIF(*ALL) keyword on the RSTOBJ (Restore Object) command to force 
the recovery of the access paths. 
C. Ensure the ACCPTH(*YES) keyword is used when the save objects command is run to force 
the access paths onto the tape. 
D. Use EDTRCYAP (Edit Recovery Access Paths) to stop the automatic recovery of access 
paths prior to starting the migration. 

Answer: D 

QUESTION: 125 
When performing a complete system recovery to a different system, which restore parameters 
must be used to ensure object security for libraries is restored to the original state? 

A. MBROPT(*ALL) and OPTION(*ALL) 
B. MBROPT(*ALL) and ALWOBJDIF(*ALL) 
C. ALWOBJDIF(*ALL) and OPTION(*ALL) 
D. ALWOBJDIF(*ALL) and SECOPT(*ALL) 

Answer: B 

QUESTION: 126 
Which of the following is omitted in the save performed by the Save System Information
(SAVSYSINF) command? 

A. Job descriptions 
B. Journal receivers 
C. Configuration objects 
D. Subsystem descriptions 
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Answer: C 

QUESTION: 127 
A customer is planning on implementing virtual tape. Which of the following virtual tape 
densities is the most compatible with a variety of physical tape devices? 

A. *VRT16K 
B. *VRT32K 
C. *VRT64K 
D. *VRT256K 

Answer: B 

QUESTION: 128 
A customer would like to save the contents of his spool files when saving a library. Which 
parameter needs to be set to *yes in the savlib command? 

A. savdta 
B. outqdta 
C. splfdta 
D. splfile 

Answer: C 
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