
Brocade 

143-060
 
Brocade Certified Fabric Professional 8 Gbit/sec 

Download Full Version : https://killexams.com/pass4sure/exam-detail/143-060 

http://killexams.com/pass4sure/exam-detail/143-060


  

 

       

 
 

 

QUESTION: 188 

Which two statements are true regarding F_Port trunking? (Choose two.) 


A. F_Port trunking is supported on an M-EOS switch. 
B. F_Port trunking is supported in NPIV environments. 
C. F_Port trunking enables reassignments of the Port ID when F_Ports go offline. 
D. F_Port trunking provides a trunk group between a switch in Access Gateway mode and a 
fabric. 

Answer: B, D 

QUESTION: 189 

Your fabric has eight ISLs connecting Brocade 5100 ports 1-8 to Brocade 200E ports 7-14. 

Trunking is operational on all switches. How many trunk groups will be formed? 


A. one 
B. two 
C. three 
D. four 

Answer: D 

QUESTION: 190 
Which two statements are true when implementing trunking on your Brocade 5300? (Choose 
two.) 

A. Trunk ports must run at the same speed. 
B. Trunk ports can be in different port groups. 
C. The port ISL_R_RDY mode must be enabled. 
D. Trunk ports must reside in the same port group. 

Answer: A, D 

QUESTION: 191 
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A new link failed to join an existing trunk group. Which two commands would you use to 
determine the problem? (Choose two.) 

A. nsshow 
B. switchshow 
C. trunkdebug 
D. portcfgtrunkport 

Answer: B, C 

QUESTION: 192 

What is a requirement to enable F_Port trunking?
 

A. A port must have NPIV enabled. 
B. A port must be set for 8 Gbit/sec. 
C. A port must have the long distance mode set.  
D. A port must be enabled to assign a Trunk Area. 

Answer: A 

QUESTION: 193 
Your switch has EX_Ports extending the fabric to another SAN at a different location. if the 
master trunk link for the EX_Ports on your switch failed, what will happen to the trunk? 

A. The trunk will go down. 
B. The trunk will reform without going down. 
C. The entire trunk re-forms and is unavailable for a short period of time.  
D. The trunk will reform by bringing the downed master trunk link back up. 

Answer: C 

QUESTION: 194 
In which two ways can you autolevel an FR4-18i blade in slot 1 to the same level as the CP 
blades? (Choose two.) 
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A. hafailover 
B. firmwarerestore 
C. firmwaredownload -t 1 -U 
D. slotpoweroff 1; slotpoweron 1 

Answer: A, D 

QUESTION: 195 
You are performing a single CP firmware download. You have completed the download on the 
standby CP and you are ready to perform a failover. You have issued the command hashow to 
ensure you can complete a non-disruptive failover. What information should you verify to ensure 
a non-disruptive failover? (Choose three.) 

A. healthy switch status 
B. healthy CP heartbeat 
C. high availability is active 
D. healthy status on port blades 
E. Fabric Synchronization Services are up to date 

Answer: B, C, E 

QUESTION: 196 
When upgrading firmware on the Brocade Mi10k, which three tools are supported? (Choose 
three.) 

A. CLI 
B. Fabric Manager 
C. EFCM Enterprise 
D. Element Manager 
E. EFCM Basic Edition 

Answer: A, C, D 

QUESTION: 197 
In preparation for upgrading firmware, which three steps should be performed on B-Series 
switches? (Choose three.) 
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A. Run switchshow. 
B. Run hareboot prior to firmware upgrade. 
C. Read firmware release notes for relevant information. 
D. Run configupload and supportsave commands on switch. 
E. Run the firmwareshow command to confirm current version. 

Answer: C, D, E 

QUESTION: 198 
Which two commands will provide information on the firmware upgrade progress? (Choose 
two.) 

A. firmwareshow 
B. firmwarekeyshow 
C. firmwaredownload -s 
D. firmwaredownloadstatus 

Answer: A, D 

QUESTION: 199 
When downloading firmware to a Director or Brocade DCX Backbone, which partition is 
upgraded first? 

A. Active CP, primary partition 
B. Standby CP, primary partition 
C. Active CP, secondary partition 
D. Standby CP, secondary partition 

Answer: D 

QUESTION: 200 

Which three methods are supported for downloading firmware to the Brocade M6140 switch? 

(Choose three.) 


A. using USB drive 
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B. using Serial Console 
C. using Fabric Manager 
D. using Element Manager Application 
E. using EFCM Basic Edition Application 

Answer: B, D, E 

QUESTION: 201 

How are user accounts and passwords affected when upgrading firmware?
 

A. User-defined and default accounts and their passwords are preserved. 
B. User-defined accounts are no longer valid; default accounts and their passwords are 
preserved. 
C. Default accounts and their passwords are reset to factory defaults; user-defined accounts are 
deleted. 
D. User-defined accounts and passwords are preserved; default account passwords are reset to 
factory defaults. 

Answer: A 
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