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Answer: A, D 

QUESTION: 115 
Scenario: A NetScaler engineer has received an SSL certificate and bound it to the 
vServer. However, users are unable to browse to the website using HTTPS. When 
the NetScaler engineer browses to the site using HTTPS, the engineer notices that 
the certificate chain is incomplete. 
Which two steps should the administrator take to fix the virtual server? (Choose 
two.) 

A. Generate a new CSR. 
B. Install a new Certificate Authority (CA). 
C. Install the Intermediate Certificate from the CA. 
D. Link the Intermediate Certificate to the virtual server.  
E. Link the SSL Certificate to the Intermediate Certificate. 

Answer: C, E 

QUESTION: 116 
The network engineer is investigating issues and suspects that one of the 
administrators recently changed the NetScaler configuration. Which command could 
the engineer run to check the logs that will contain such details? 

A. nsconmsg -K newnslog -d stats 
B. nsconmsg -K newnslog -d stats -d current 
C. nsconmsg -K /var/nslog/newnslog -d event 
D. nsconmsg -K /var/nslog/newnslog -d consmsg 

Answer: C 

QUESTION: 117 
A network engineer has enabled BGP routing. Which two additional features should 
the network engineer enable for BGP routing to function? (Choose two.) 

A. Layer 2 mode 
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B. Layer 3 mode 
C. Dynamic routing 
D. MAC based forwarding 

Answer: B, C 

QUESTION: 118 

Which two compression actions could a NetScaler engineer use? (Choose two.) 


A. bzip2 
B. deflate 
C. compress 
D. pack200-gzip 

Answer: B, C 

QUESTION: 119 
Scenario: The NetScaler has been connected to two external networks provided by 
different Internet Service Providers (ISPs).  Dynamic routing is not enabled.  Traffic 
is expected to use the first ISP (through the 10.50.1.1 router) if possible and the 
second, slower ISP (through the 10.51.1.1 router) only if the Primary ISP fails. 
Which two commands could the network engineer execute to configure the routes? 
(Choose two.) 

A. add route 0.0.0.0 0.0.0.0 10.51.1.1 -cost 10 -monitor arp 
B. add route 0.0.0.0 0.0.0.0 10.50.1.1 -cost 5 -monitor PING 
C. add route 0.0.0.0 0.0.0.0 10.50.1.1 -cost 15 -msr ENABLED 
D. add route 0.0.0.0 0.0.0.0 10.51.1.1 -cost 3 -monitor PING-DEFAULT 

Answer: A, B 

QUESTION: 120 
When configuring an advanced HTTP callout based on attributes, what are two valid 
parameters? (Choose two.) 
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A. SSL cipher type 
B. Down state flush 
C. Gateway address 
D. IP address and port 
E. URL stem expression 

Answer: D, E 

QUESTION: 121 
Scenario: A network engineer configured a new NetScaler MPX appliance without 
any VLANs and with a single interface  connected to  the network. The engineer 
has not completed any other configurations. The interface is then accidentally 
disabled and contact is lost with the appliance. Which two actions can the network 
engineer take to restore communications to the appliance? (Choose two.) 

A. Connect to the SNIP instead of the NSIP. 
B. Connect another of the unused interfaces. 
C. Use the serial port to connect and then bring the disabled interface online. 
D. Connect a crossover cable to the port that has been disabled and connect to the 
NSIP. 

Answer: B, C 

QUESTION: 122 

A security test has been completed on an SSL offload implementation and it has 

been determined that the certificate key length is too short and must be increased. 

Which two steps must the network engineer complete to resolve this? (Choose two.) 


A. Bind the certificate to an SSL service group. 
B. Bind the certificate to an SSL Offload virtual server. 
C. Add a new SSL policy to the SSL offload virtual server. 
D. Use the “Client certificate wizard” to generate a CSR, request a certificate and 
import. E. Use the “Server certificate wizard” to generate a CSR, request a 
certificate and import. 

Answer: B, E 
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QUESTION: 123 
When binding a certificate to a virtual server, which two certificate formats are 
supported by NetScaler? (Choose two.) 

A. P7B 
B. PFX 
C. PEM 
D. DER 

Answer: C, D 

QUESTION: 124 
When configuring NetScaler authentication to access a web site, which two things 
should a network engineer verify in the environment? (Choose two.) 

A. AAA is enabled. 
B. One DNS server exists. 
C. A Keytab file is available. 
D. An authentication virtual server exists. 
E. A traffic management virtual server exists. 

Answer: A, D 

QUESTION: 125 
A NetScaler engineer generates a techsupport archive to be sent to Technical 
Support. Which three of the following pieces of information will be included in the 
archive file? (Choose three.) 

A. Model Number 
B. SSL Private Keys 
C. Old Configuration Files 
D. Hardware Boot sequence E. Webpage Customizations  
F. Certificate Revocation List 
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Answer: A, C, D 

QUESTION: 126 
A network engineer needs to configure Citrix NetScaler to provide Access Gateway 
services to VLAN 
2 using interface 1/1 only, while also using interface 1/2 to provide load balancing 
services to VLAN 
3. How could this result be achieved? 

A. Disable static route advertisement.  
B. Disable layer 2 mode 
Create 2 untagged VLANs - VLAN 2 and VLAN 3 
Bind VLAN 2 to Interface 1/1 
Bind VLAN 3 to Interface 1/ 
C. Enable Layer 3 mode 
Create a Channel Interface using Interface 1/1 and 1/2 
Create 2 VMACs 
Bind a VMAC to interface 1/1 and 1/2 
D. Configure policy-based routing using the Interface option as a filter. 

Answer: B 
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