
200-310
Cisco

Designing for Cisco Internetwork Solutions

http://killexams.com/exam-detail/200-310



QUESTION: 279 

Which IETF standard technology can be used with data center design to readily scale 

server virtualization? 

 

 

A. Transparent Interconnection of Lots of Links 

B. OTV 

C. vPC 

D. FCoE  

 

 

Answer: A 

 

 

QUESTION: 280 

What is the optimal device and location to fulfill these requirements? 

• provide early indication of reconnaissance and scanning activities with blocking 

capabilities 

• require fewer interfaces to inspect traffic to the DMZ and internal network 

 

 

A. IPS inline outside of the firewall 

B. IPS inline inside the firewall 

C. Cisco IOS IPS on the border router 

D. passive IPS connected to a SPAN port outside of the firewall 

E. passive IPS connected to a SPAN port inside the firewall  

 

 

Answer: A 

 

 

QUESTION: 281 

What is the VLAN subnet that can handle 60 hosts? 

 

 

A. /21  

B. /24  

C. /25  

D. /26 

 

 

Answer: D 

 

 

 



QUESTION: 282 

What VPN tunnelling technology supports multicast? 

 

 

A. DMVPN spoke-to-spoke 

B. IPSec direct tunnelling hub-and-spoke 

C. Easy VPN 

D. IPSec direct tunnelling spoke-to-spoke  

 

 

Answer: A 

 

 

QUESTION: 283 

What Cisco product is designed to improve the performance of Windows file and 

exchange services in remote data centers? 

 

 

A. Application Control Engine 

B. Wide Area Application Services 

C. Cisco Application Policy Infrastructure Controller 

D. Cisco Prime Network Services Controller  

 

 

Answer: B 

 

 

QUESTION: 284 

Which two design criteria require VLANs in a proposed solution? (Choose two.) 

 

 

A. video streaming on the LAN 

B. security between departments 

C. the segmenting of collision domains 

D. the segmenting of broadcast domains 

E. the use of multivendor equipment 

F. a limited corporate budget  

 

 

Answer: B, D 

 

 

QUESTION: 285 

Refer to the exhibit. 

 



 
 

A network engineer at a technical call center receives a call from a customer 

complaining that only 56 kbps of data can be transferred over the T1 Frame Relay WAN 

circuit at a remote site. The engineer checks the Frame Relay switch and confirms that 

only 56 kbps is being transferred over the circuit. The engineer requests the router 

configuration of the customer headquarters site router. What is causing this issue to 

occur? 

 

 

A. The wrong CIR is configured. 

B. The BECN configuration is causing this issue. 

C. The class name is spelled wrong under the interface. 

D. The wrong DLCI number is assigned to the interface.  

 

 

Answer: C 

 

 

QUESTION: 286 

Which one of the following is “synchronous link” design? 

 

 



A. SSL VPN over serial cable modem 

B. Bonded T1s 

C. Internet VPN 

D. MPLS VPN  

 

 

Answer: B 

 

Explanation:  

https://community.spiceworks.com/topic/325935-mpls-speeds 

 

 

QUESTION: 287 

A remote office has a T1 WAN link to headquarters and a T1 Internet connection. The 

client requests WAN redundancy to headquarters with similar bandwidth. What two 

connection types satisfy this requirement? (Choose two.) 

 

 

A. Secondary T1 WAN circuit 

B. ISDN BRI 

C. IPSec Tunnel over the Internet 

D. DWDM 

E. POTS Line T1 WAN  

 

 

Answer: A, C 
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