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QUESTION:  243 
You have created a new WLAN. However, no clients can connect and the SSID does 
not appear on the available wireless networks Which cause of the issue is true? 

A. The WLAN is disabled 
B. The WLAN has the wrong NAS ID 
C. The WLAN controller needs a restart for the new configuration to take effect 
D. The WLAN is mapped to an incorrect interface or interface group 

Answer: D 

QUESTION:  244 
Refer to the exhibit. 

Which command was given in the wireless controller to display the active clients that 
are associated with an access point? 



A. show client active all 
B. show client summary 
C. show 802.11 association 
D. show ap clients 
 
 
Answer: C 
 
 
QUESTION:  245 
What is the numerical value in dBm that corresponds to a power level of 50 mW? 
 
 
A. 16 
B. 17 
C. 18 
D. 20 
 
 
Answer: D 
 
 
QUESTION:  246 
Which two statements are characteristics of 2 4 GHz frequency band in a wiretess 
environment? (Choose two.) 
 
 
A. 14 available channels. 
B. FCC allows channels 1 through 11. 
C. FCC allow channels 1 through 14. 
D. FCC allow channels 1 through 15. 
E. 11 available channels. 
 
 
Answer: A, B 
 
 
QUESTION:  247 
Which join process is performed when a Windows client initially attempts to connect to 
a wireless network? 
 
 
A. The machine transmits probes that contain an ad hoc advertisement request for 
SS1D name 
B. The machine transmits beacon requests that contain a null or empty SS1D name 
C. The machine transmits probe requests that contain a null or empty SSID name 
D. The machine transmits beacons that contain an ad hoc advertisement request for 
SSID name 



Answer: C 
 
 
QUESTION:  248 
Refer to the exhibit  
 

 
 
Given the WLC data rate configuration, a control frame is sent at which speed? 
 
 
A. 9 Mbps 
B. 12 Mbps 
C. 48 Mbps 
D. 54 Mbps 
 
 
Answer: D 
 
 
QUESTION:  249 
From which type of diagnostic equipment must you request screenshots and recordings 
of possible sources of interference when you have a survey vendor perform a site 
survey? 
 
 
A. data link circuit identifier 
B. access point 
C. virtual path virtual circuit 
D. spectrum analysis software 
 
 
Answer: D 
 



QUESTION:  250 
An engineer is connecting a Cisco 5508 Wireless Controller that must connect to an 
out-of-band management network for management only. Which two options should be 
used for the port on the WLC and the cable type? (Choose two.) 
 
 
A. service port 
B. redundancy port 
C. console port 
D. distribution system port 
E. straight through cable 
F. crossover cable 
G. console cable  
 
 
Answer: A, E 
 
 
QUESTION:  251 
Which two ports are used by default when configuring RADIUS for external 
authentication? (Choose two ) 
 
 
A. 1813 
B. 1846 
C. 1645 
D. 1812 
E. 1845 
F. 1646 
 
 
Answer: A, D 
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