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QUESTION: 222 
An engineer is designing a Layer 3-enabled access layer. Which design recommendation 
must the engineer consider when deploying EIGRP routing within the access layer? 

A. Use the First Hop Redundancy Protocol on access layer switches. 
B. Implement floating static routes on access switches for redundant links. 
C. Enable multiple uplinks from each access switch stack to the distribution switches. 
D. Configure all edge access layer switches to use a stub routing feature.  

Answer: D 

QUESTION: 223 
The Cisco ACI fabric consists of which design at the physical layer? 

A. three-tier core, aggregation, and access 
B. collapsed core network 
C. full mesh 
D. spine-and-leaf 

Answer: D 

QUESTION: 224 
What is the result of a successful RFP check? 

A. The packet is dropped because it arrived on the interface used to route traffic back to 
the source address. 
B. The packet is forwarded because it arrived on the interface used to route traffic back 
to the source address. 
C. The packet is forwarded because it arrived on the interface used to route traffic to the 
destination address. 
D. The packet is dropped because it arrived on the interface used to route traffic to the 
destination address.  



Answer: A 
 
 
QUESTION: 225 
When you configure a multichassis setup with VSS, which link must be configured to 
extend the backplane between the two switches? 
 
 
A. VSL 
B. LCAP 
C. PaGP 
D. ISL  
 
 
Answer: D 
 
 
QUESTION: 226 
An engineer is designing a network using RSTP. Several devices on the network support 
only legacy STP. Which outcome occurs? 
 
 
A. RSTP and STP choose the protocol with the best performance. 
B. RSTP and STP interoperate and fast convergence is achieved. 
C. RSTP and STP are not compatible and legacy ports error disable. 
D. RSTP and STP interoperate, but the fast convergence is not used.  
 
 
Answer: D 
 
 
QUESTION: 227 
Which security function is inherent in an Application Centric Infrastructure network? 
 
 
A. Intrusion Prevention 
B. Intrusion Detection 
C. Default Denial Network 
D. Default Inter-EPG connectivity  
 
 
Answer: D 
 
 
 



QUESTION: 228 
How does stub routing affect transit routes in EIGRP? 
 
 
A. Transit routes are passed from a stub network to a hub network. 
B. It is designed to prevent the distribution of external routes. 
C. It prevents the hub router from advertising networks learned from the spokes. 
D. Transit routes are filtered from stub networks to the network hub.  
 
 
Answer: B 
 
 
QUESTION: 229 
A customer would like to implement a firewall to secure an enterprise network. 
However, the customer is unable to allocate any new subnets. What type of firewall 
mode must be implemented? 
 
 
A. routed 
B. active/standby 
C. transparent 
D. virtual 
E. active/active 
F. zone based  
 
 
Answer: C 
 
 
QUESTION: 230 
A network engineer must use an Internet connection to provide backup connectivity 
between two sites. The backup connection must be encrypted and support multicast. 
Which technology must be used? 
 
 
A. GRE over IPsec 
B. GETVPN 
C. IPsec direct encapsulation 
D. DMVPN  
 
 
Answer: A 
 
 



QUESTION: 231 
Exhibit 
 

 
 
Refer to the exhibit. A customer wants to use HSRP as a First Hop Redundancy 
Protocol. Both routers are currently running and all interfaces are active. Which factor 
determines which router becomes the active HSRP device? 
 
 
A. the router with the highest MAC address for the respective group 
B. the router with the highest IP address for the respective group 
C. the router that boots up last 
D. the router with the highest interface bandwidth for the respective group  
 
 
Answer: B 
 
 
QUESTION: 232 
At which layer in the ACI fabric are policies enforced? 
 
 
A. leaf 
B. spine 
C. APIC 
D. endpoint  
 
 
Answer: C 
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