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QUESTION 53 An engineer has deployed a group of APs in an auditorium and notices that the APs are showing high co-channel interference. Which profile can be used to adjust the parameters for these 

high-density APs? 

A. QoS profile 

B. AVC profile 

C. RF profile 

D. ISE profile 

Answer: A 

QUESTION 54 Guest anchoring is configured for a newly created SSID for your company. It has been noticed that the mobility tunnels are not up, and that MPING fails from your foreign WLC to the anchor WLC. What is the reason 

that it is failing? 

A. A rule is needed at the firewall to allow UDP port 16666 for communication to work. 

B. A rule is needed at the firewall to allow UDP port 97 for communication to work. 

C. A rule is needed at the firewall to allow TCP port 97 for communication to work. 

D. A rule is needed at the firewall to allow TCP port 16666 for communication to work. 

Answer: A 

QUESTION 55 

A wireless deployment in a high-density environment is being used by vendors to process credit card payment transactions via handheld mobile scanners. The scanners are having problems roaming between access points in the 

environment. Which feature on the wireless controller should have been incorporated in the design? 

A. RX SOP 

B. 802.11w 

C. AP Heartbeat Timeout 

D. Application Visibility Control 

Answer: A 



QUESTION 56 A university is in the process of designing a wireless network in an auditorium that seats 500 students and supports student laptops. Which design methodology should the university implement in 

the auditorium? 

A. roaming design model 

B. voice design model 

C. location design model 

D. high-density design model 

Answer: B 

 
 

 

QUESTION 57 What causes the most signal attenuation, based on the 

wireless design tools? 

A. cinder block wall 

B. metal door 

C. glass wall 

D. office window 

Answer: B 

 
 

 

QUESTION 58 During a client roaming event, which device is responsible for communicating the new Layer 2 EID mapping of a wireless supplicant to the 

fabric domain? 

A. WLC 

B. BN 

C. CP2 

D. CP1 

Answer: A 

 

 

 

QUESTION 59 

Multiple WLCs are implemented in a high-availability configuration in a mobility group. APs are deployed with only a primary controller assigned. By default, which mobility group member controller do the orphaned APs join in the event of a 

failed controller? 

A. controller with the most available AP free license capacity 

B. controller with the lowest percent of associated APs per license capacity 

C. controller with the least CPU utilization over the last reporting period 

D. controller with the least number of associated APs 

Answer: D 

 
 



 

QUESTION 60 Which two criteria must be considered when conducting an outdoor bridge site 

survey? (Choose two.) 

A. near-far effect 

B. weather 

C. traffic lights 

D. power lines 

E. Fresnel zone 

Answer: AD 

 
 

 

QUESTION 61 

A customer has two Cisco 550B WLCs that manage all the access points in their network and provide N+1 redundancy and load balancing. The primary Cisco WLC has 60 licenses and the secondary Cisco WLC has 40. The customer wants 
to convert the N+1 model to an HA model and provide SSO. Configuration must be performed during a maintenance window. After performing all the configurations on both controllers, the config redundancy unit secondary command is 

issued on the secondary Cisco WLC and it fails. Which parameter needs to be in place to complete the configuration? 

A. A cable in the RP port 

B. The secondary Cisco WLC needs a minimum of 50 base licenses 

C. The primary Cisco WLC is already set as the secondary unit. 

D. SSO needs to be enabled 

Answer: B 
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