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QUESTION: 115 
A Sun Fire V240 is having forced server shutdown errors. To isolate the problem, you run the 
showlogs command at the ALOM prompt and receive the following message: Click the Exhibit 
button. Which two components should you replace? (Choose two.) 

A. Motherboard 
B.   Power Supply 
C.   Fan Assembly 
D. Power Distribution Board 
E. CPU0 Heatsink Assembly 

Answer: C, E 

QUESTION: 116 
You are on site and a remote administrator wants to verify that a failed internal disk in a Sun Fire 
V440 is ready to replace. What two things should you do to confirm that the disk is ready for 
replacement? (Choose two.) 

A.   Make sure no LEDS are on. 
B.   Issue the RSC command showenvironment. 
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C. Check that the blue LED beside the disk drive slot is on. 
D. Check that the amber LED beside the disk drive slot is on. 
E. Check that the blue LED beside the disk drive slot is blinking. 

Answer: B, C 

QUESTION: 117 
A customer has a Sun Fire V250 and wants you to populate an additional memory bank. After 
you have physically added the new DIMMs, you need to run OpenBoot in diagnostics mode to 
verify that the new memory is accepted by the system. In what two ways can you enable 
diagnostics mode? (Choose two.) 

A.   Set the OBP variable diag-level to menus. 
B.   Set the OBP variable diag-switch? to true. 
C. Set the OBP variable service-mode? to true. 
D. Turn the Operation Mode switch to the relevant position. 

Answer: B, D 

QUESTION: 118 
After completing an upgrade of CPUs on a Sun Fire V210, you need to perform POST to verify 
the functionality of the CPUs. What should you accomplish before power on in sc mode? 

A. sc> hpost 
B.  sc> boot -r 
C. sc> bootmode diag 
D. sc> setenv diag-switch? true 

Answer: C 

QUESTION: 119 
You have replaced a failed CPU and executed POST diagnostics. What command displays a 
summary of the last execution of the POST diagnostics? 

A.  dmesg 
B.  showlogs 
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C. showenvironment 
D. show-post-results 

Answer: D 

QUESTION: 120 
You have just added a redundant power supply to a Sun Fire V440 in production. How should 
you check that the new power supply is in use? 

A. Look at the LED status on the new power supply. 
B.   Verify pwr_enable=0 in /etc/default/power. 
C. Verify pwr_enable=1 in /etc/default/power. 
D. Reconfigure reboot the system and look at the boot messages. 

Answer: A 
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