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A.  metastat 
B.  metadb -i 
C. metastat -p 
D. cat /etc/lmv/md.tab 

Answer: C 

QUESTION: 111 
You are troubleshooting a memory issue on a Sun Fire V880. You have called the 
Solution Center for assistance and they have asked you to send Explorer results to help in 
the investigation. What command should you run to see if the Explorer package 
SUNWexplo is installed? 

A.  pkgchk -c 
B.   pkgadd -l 
C. pkginfo -l 
D. showrev -p 
E. showpkg -l 
F.  instinfo -p 

Answer: C 

QUESTION: 112 
You have made modifications to the System Controller on a Sun Fire 15K, and now 
failover cannot be done between SC's. You need to restore the system to its previous 
configuration. What command should you use to restore the previous configuration? 

A. The previous configuration cannot be restored. 
B.   smsrestore /path/smsbackup.X.X:cpio 
C. smsbackup -d  /path/smsbackup.X.X:cpio 
D. smsbackup -c  /path/smsbackup.X.X:cpio 

Answer: B 

QUESTION: 113 
You have just replaced a disk drive field-Replaceable Unit on a Sun StorEdge 6120 array 
and automatic reconstruction did not start. What command should you use to rebuild the 
replaced disk drive? 

A.  sys stat 38
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B.   set start 
C. vol resync 
D. vol recon undn from_standby 

Answer: D 

QUESTION: 114 
You are replacing a system board on a Sun Fire 4800 domain. All applications are 
stopped, the system is at the ok prompt, and the keyswitch is set to 'off'. What procedure 
should you use to replace the board and return the domain to use? 

A.   Replace board setkeyswitch on Update board firmware poweroff board poweron board 
B. Replace board poweron board Update board firmware poweroff board setkeyswitch on 
C. Replace board testboard  -u -p on showboards -v poweroff board setkeyswitch on 
D. Replace board setkeyswitch standby Update firmware showcomponents -v 
setkeyswitch on 

Answer: B 

QUESTION: 115 
You are working on a Sun Fire 4800 server which has a system board (SB0) giving 
intermittent errors. This board is in domain A with one other system board, SB2. The 
customer would like to remove the board from the system using Dynamic Reconfiguration 
(DR) so they do not need to bring down the system. What do you need to analyze before 
committing to DR the board? 

A.   SB0 state is showing 'ok-to-remove'. 
B.   The speed of the CPUs on SB2 must match the speed of the CPUs on SB0. 
C. If SB0 has permanent memory on it, then you cannot use DR to remove the board. 
D.   If SB0 has permanent memory on it, then SB2 must have at least as much memory as 
SB0. 

Answer: D 

QUESTION: 116 
You are hotswapping a power and cooling unit on a Sun StorEdge T3 array. The unit that 
is removed must be replaced within a specified amount of time or the array will 
automatically shut down and power off. How much time do you have to replace the unit? 

A.   15 minutes 39
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B.   30 minutes 
C. 45 minutes 
D. 60 minutes 

Answer: B 

QUESTION: 117 
You need to replace a hot pluggable internal disk in a Sun Fire V880. What luxadm 
subcommand should you use prior to pulling the drive? 

A.  none 
B.   bus_quiesce 
C. stop_device 
D. remove_device 

Answer: D 

QUESTION: 118 
You have just installed an additional QFE card in a Sun Fire V880 and want to check that 
it is seen at OBP before handing the system back to the customer to boot the OS. What two 
commands can be used to check that OBP has recognized the card? (Choose two.) 

A.   show-devs 
B.   show-nets 
C. show-ethers 
D. show-post-results 
E. show-fru-location 
F.   show-obdiag-results 

Answer: A, B 

QUESTION: 119 
You have replaced a system board in a Sun Fire 4800. Which should you check before 
proceeding? 

A. Output from showcomponent -p prom. 
B.  Firmware version of the new and old boards. 
C. Amount of memory on the new and old boards. 
D. Serial and revision numbers of the new and old boards. 
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Answer: B 

QUESTION: 120 
You have completed repairs on a Sun Fire E25K and the next step is to run extended 
POST to verify the service action. How can you run extended post level 32 on domain A 
only? 

A.   Enter  2 in the /etc/opt/SUNWSMS/config/.postrc file. 
B.   Enter  2 in the /etc/opt/SUNWSMS/config/A/.postrc file. 
C. Enter level 32 in the /etc/opt/SUNWSMS/config/.postrc file. 
D. Enter level 32 in the /etc/opt/SUNWSMS/config/A/.postrc file. 

Answer: D 
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