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QUESTION 263 - (Topic 2) 
Which two AP join process are supported by the cisco 5760 WLC ?(choose Two) 

A. Layer 2 CAPWAP discovery  
B. Remotely stored controller IP address discovery 
C. DNS discovery  
D. Layer 3 CAPWAP discovery  

Answer: C,D 

QUESTION 264 - (Topic 2) 
Which description is correct with regard to the operation of an access point in Rogue Location discovery Protocol Mode? 

A. The AP uses the existing wireless infrastructure in order to scan for rogue AP's. Once discovered, these rogues are 
added to a local list that includes the rogue's BSSIDs, MAC addresses and any discovered security provisions (WPA, 
WEP etc)  
B. The AP moves to the rogue channel and attempts to connect to the rogue as a client. The AP then tries to obtain an IP 
address and forwards a UDP packet to the controller through the rogue. If the controller receives this packet, the network 
administrator is notified that a rogue AP has been discovered on the wired network  
C. The AP detects a rogue client and then the network administrator is able to contain both the rogue AP and the rogue 
clients. This can be achieved because 802.11 deauthentication packets are sent to clients that are associated to rogue APs 
so threats such as holes are mitigated  
D. The AP determines whether or not a rogue access point is on a trusted network. It does not provide RF service of any 
kind but rather receives periodic rogue access point reports from the controller and sniffs all ARP packets. If it finds a 
match between an ARP request  
and a MAC address it receives from the controller. It generates a rogue access point alert to the controller 

Answer: B 

QUESTION 265 DRAG DROP - (Topic 2) 
Drag and drop the RF performance metric on the left to the threshold that is recommended to provide good voice over 
wireless performance on the right. 



Answer: 

QUESTION 266 - (Topic 2) 
Which two statement are true about adding identity services engines 1.3 to prime infrastructure 2.2 ?(choose two) 

A. You need to use super user credential on ISE for PI integration to work.  
B. A maximum of three ISEs can be added to Pl.  
C. )lf you add two ISEs one should be primary and the other should be standby.  
D. configuration templates within PIcan be used to set up ISE.  

Answer: A,C 
Explanation: Section: 7.0 Prime Infrastructure and MSE 

QUESTION 267 - (Topic 2) 
Refer to the exhibit. 





 

 
Your colleague a junior network engineer is struggling to enable DHCP option 82 in the layer 3 switch which is in the 
DMZ for a mobile client under a guest anchor Cisco wireless LAN controller deployment . What is your answer.? 
 
A. DHCP proxy must be enabled for DHCP option 82 to operate correctly . All Cisco WLCsthat will be in the setup 
must have the same DHCP proxy setting.  
B. DHCP option 82 must be enabled on the dynamic interface with which theWLANis associated  
C. DHCP option 82 is not supported when it is used with auto-anchor mobility  
D. The mobility tunnel datapath control path or both between the anchor cisco WLC and foreign WLC are down.  
 
Answer: C 

 
QUESTION 268 - (Topic 2) 
Your customer has a Cisco unified Wireless Network running AireOS 8.0 and wants to learn about the FlexConnect 
mode that is available on his APs which two statementsare true?(choose two) 
 
A. When an AP is changed from localmode to FlexConnect mode a reboot is required.  
B. A newly connected AP can be booted in FlexConnect mode  
C. When an AP IS changed from local mode to FlexConnect mode a reboot IS not required.  
D. Cisco Centralized Key Management require the use of FlexConnect group  
 
Answer: C,D 

 
QUESTION 269 - (Topic 2) 
Which two options are valid mobility roles in which a controller can operate in during a client mobility session? (Choose 
two.) 
 
A. local  
B. auto anchor  
C. export anchor  
D. mobility announcer  
 
Answer: A,C 

 
QUESTION 270 - (Topic 2) 
There are 5 switches in the network use VTPv3, SW1 and SW2 configured as Server mode. SW1 is the primary server 
with revision 50. When add a new SW6 with Revision 200, what will happen? 
 
A. Switch3 updates its own database with the VLAN information received from SW2  
B. VTPv3 configure own database with the VLAN information received from SW1  
C. Switch6 updates its own database with the VLAN information received from SW1  
D. No switch will work  
 
Answer: C 
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