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Answer:  D, E 

QUESTION: 54 
A technician has completed the initial configuration on a Wireless Controller (WC) 8180, 
but the WLAN Management System (WMS) is unable to locate the WC 8180 to push out 
the full configuration. The technician has blocked that the IP address entered in WMS is 
correct. The technician has also connected by Telnet into the WC 8180 and can ping the 
WMS server from there. What is the technician’s next step to resolve this problem? 

A. check the firewall to ensure that it has an opened range of TCP/UDP ports beginning 
with 61000 
B. Check to ensure that the controller is SSH-enabled. 
C. Chock to ensure that IP routing is enabled on the WC. 
D. Check to ensure that the Simple Network Management Protocol (SNMP) server is 
enabled on the WC 

Answer:  A 

QUESTION: 55 
A technician is configuring the second Wireless Controller (WC) in a mobility domain that 
will eventually comprise of 27 controllers. What must be done to make this WC a Backup 
Mobility Domain Controller (BMDC)? 

A. At the config- wireless prompt, type controller mdc-capable 
B. At the config-wireless prompt,type controller b-mdc 
C. From the WLAN Management System (WMS), make the controller MDC capable. 
D. In WMS, open the Controller Dashboard, right click on the Domain Role and choose 
BMDC. 

Answer:  A 

QUESTION: 56 
Given a Captive Portal (CP) client status on an Active Mobility Domain Controller 
(AMDC) as shown in the exhibit, when the client is in this state, what can it do? 
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A. It can ping because client is "Authenticated". 
B. It can ping because "Mobility VLAN" is assigned. 
C. It can ping only its gateway, but no other resources on the network. 
D. It cannot ping because it is not CP authenticated. 

Answer:  A 

QUESTION: 57 
A technician needs to boot a Wireless Controller (WC) 8100 to a new software image. 
Given the facts below: 
The Trivial File Transfer Protocol (TFTP) server is at IP address 10.127.48.23 
The new image is to become the primary imago 
The current running image should not be overwritten 
The switch is to run the new image on reboot 20
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What should the technician do at the enable prompt of the Command Line Interface (CLI) 
on the WC? 

A. Enter download address 10.127.48.23 image WC8180_1.3.0.img and reset. 
B. Enter download address 10.12/.48.23 image WC8180_1.3.0.img, wait until the download 
is finished, and then enter boot image primary. 
C. Enter the download address 10.127.48.23 secondary image WC8180_1.3.0.lmg, wait 
until the download is finished, and then enter boot image secondary. 
D. Enter download address 10.127.48.23 primary image WC8180_1.3.0.img and reset. 

Answer:  C 

QUESTION: 58 
A customer plans to deploy a WLAN 8180 system on a corporate net work. They want to 
set up three different authentication methods and three portal pages for guest user access 
(Captive Portal. They also have five different employee networks which are isolated from 
each other) for the deployment. They want to block all guest traffic from the employee 
networks. The employee networks are using different subnet for security reasons. What is 
the minimum number of Mobility VLANs for this deployment? 

A. 4 Mobility VLANs 
B. 5 Mobility VLANs 
C. 6 Mobility VLANs 
D. 8 Mobility VLANs 

Answer:  C 

QUESTION: 59 
Avaya WLAN 8100 customer network is configured for Auto-RF with Auto channel mode 
setting set to "Interval". The default interval for channel algorithm is six hours. During the 
six hours, if the RF environment deteriorates causing severe communication degradation, 
what does the system do? 

A. It runs the channel algorithm immediately to mitigate the problem. 
B. It runs both channel and power algorithm immediately to mitigate the problem. 
C. It runs the algorithm strictly at every six hour interval. 
D. It runs every one hour even when configured for six hour intervals. 

Answer:  B 
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QUESTION: 60 
Which protocol does WLAN Management System (WMS) use to gather the system status 
and statistics? 

A. HTTP 
B. SNMP 
C. NETCONF 
D. SOAP 

Answer:  B 

QUESTION: 61 
A technician is installing the Avaya WLAN 8100 in an older network, and some of the 
switches in the network support only for 802.1p priority queues. The network policy 
requires voice traffic to get priority over data traffic at Layer 2. When working from the 
enable prompt on a wireless controller (WC), which command will provide the information 
needed to configure the correct queue set? 

A. Show qos policy all 
B. Show qos queue-set-assignment 
C. Show qos queue-set-action 
D. Show qos 12-act 

Answer:  B 
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