
642-883
Cisco

Deploying Cisco Service Provider Network(R) Routing 
(SPROUTE)

http://killexams.com/exam-detail/642-883



QUESTION:  169 
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Which router(s) is/are IS-Type L1/L2 IS-IS router? 
 
 
A. CE5 only 
B. PE6 only 
C. CE5 and PE6 only 
D. PE5 and PE6 only 
E. CE5, PE5 and PE6  
 
 
Answer: D 
 
Explanation: 
#show clns neighbor 
 
 
QUESTION:  170 
Refer to the exhibit. 
The route-map shown in the exhibit is applied to updates received from a BGP neighbor. 
Which two statements are correct regarding the Cisco IOS route map configuration? 
(Choose two.) **Missing Exhibit ** 



A. The local preference will be set to 200 AND the metric will be set to 1000 IF the 
route matches the PL1 OR PL2 prefix list AND the route also matches the AS path 1 
access list. 
B. The three match conditions are logical AND: match prefix list PL1 AND PL2 AND 
match the AS path 1 access list.In AS 
C. The match prefix-list condition isa logical OR: match prefix list PL1 OR PL2. 
D. All routes that are not matched by the sequence 10 route map statement will be 
dropped. 
E. All match conditions are logical OR: match prefix list PL1 OR PL2 OR match the AS 
path 1 access list.  
 
 
Answer: A, B 
 
 
QUESTION:  171 
In which network environment is IS-IS adjacency check important? 
 
 
A. in a multitopology environment where there are different instances of IS-IS running 
on the same router 
B. in an IPv4/IPv6 environment and running single-topology IS-IS 
C. when a level L1/L2 IS-IS router is neighboring with a Level 1 only or Level 2 only 
router 
D. when IS-IS neighbors are in an NBMA environment like over Frame Relay 
E. when IS-IS neighbors are in a broadcast environment like an Ethernet LAN  
 
 
Answer: B 
 
Explanation: 
Exhibit 
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QUESTION:  172  
DRAG DROP 
 

 
 
 
Answer: 
Exhibit 
 

 
 
 



Explanation:  
Match the default Route – ipv4 prefix-list one permit 0.0.0.0/0 Match all routes – ipv4 
prefix-list permit 0.0.0.0/0 le 32 Match any host routes - ipv4 prefix-list permit 
0.0.0.0/32 
Match any /25 to /32 prefixes - ipv4 prefix-list permit 0.0.0.0/0 ge 25 
 
 
QUESTION:  173 
Which option describes how an engineer must configure route summarization on a Cisco 
IOS XE OSPF-enabled network of routers? 
 
 
A. area range command under the router OSPF process of the ABR 
B. area range command under the router OSPF process of the router wanting to originate 
the summary route from 
C. summary-address command under the OSPF process of the ABR 
D. summary-address command under the OSPF process of the router wanting to 
originate the summary route from 
E. network statement for the aggregate address under the router OSPF process on the 
ABR 
F. network statement for the aggregate address under the router OSPF process of the 
router wanting to originate the summary route from 
 
 
Answer: A 
 
 
QUESTION:  174 
Refer to the exhibit. 
 

 
 
Area 1 routers must have only a default route in their OSPF routing tables. Which 
configuration must be completed on XR2 to meet this requirement? 
 
 



A. router ospf 1 address-family ipv4 
interface GigabitEthernet0/0/0/1 area 1 stub no-summary 
B. router ospf 1 
area 1 stub no-summary 
C. router ospf 1 area 1 stub interface GigabitEthernet0/0/0/1 
D. router ospf 1 
area 1 stub no-summary interface GigabitEthernet0/0/0/1  
 
 
Answer: D 
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