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Reference: 
http://technet.microsoft.com/en-us/library/cc733029.aspx 

QUESTION: 331 
Your network contains four servers named Server1, Server2, Server3, and Server4 that run 
Windows Server 2008 R2. The servers have the Network Policy Server (NPS) role service 
installed. You configure a Remote RADIUS Server Group named Group1. Group 1 contains 
Server2, Server3, and Server4. You need to configure load balancing for the members of 
Group1 to meet the following requirements: 
· Server1 must send 25 percent of all authentication requests to Server3. 
· Server1 must send 75 percent of all authentication requests to Server2. 
· Server1 must only send authentication requests to Server4 if Server2 and Server3 are 
unavailable. 
What should you do from the Network Policy Server console? 

A. · For Server2, set the weight to 75 and the priority to 75, · For Server3, set the weight to 

25 and the priority to 25. 

· For Server4, set the weight to 100 and the priority to 200.  

B. · For Server2, set the weight to 75 and the priority to 1. 

· For Server3, set the weight to 25 and the priority to 1. 

· For Server4, set the weight to 100 and the priority to 100.  

C. · For Server2, set the weight to 1 and the priority to 75. 

· For Server3, set the weight to 1 and the priority to 25. 

· For Server4, set the weight to 100 and the priority to 1.  

D. · For Server2, set the weight to 75 and the priority to 25. 

· For Server3, set the weight to 25 and the priority to 75. 

· For Server4, set the weight to 100 and the priority to 1. 


Answer: B 

Reference: 
http://technet.microsoft.com/en-us/library/dd197433(WS.10).aspx 

QUESTION: 332 
You are planning the network for a branch office. The branch office will contain 100 IPv4 
hosts. You need to recommend a subnet mask for the branch office. The subnet mask must 
minimize the number of unused IP addresses. Which subnet mask should you use? 

A. 255.255.255.0 
B. 255.255.255.128 
C. 255.255.0.0 
D. 255.255.128.0 
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Answer: B 

Explanation: 
http://www.pantz.org/software/tcpip/subnetchart.html 

QUESTION: 333 
Your Network contains a server named Server1 that has the Routing and Remote 
Access service(RRAS) role servive installed 
Server1 provides access to the internal network by using Point-to-Point ytunneling protocol 
(PPTP).Static RRAS filters on the external interface of Server1 allow only PPTP. THe 
IPaddress of the external interface is 131.107.1.100 
You install the Web server (IIS) role on Server1. 
You need to ensure that users o nthe internet can access a Web site on server1 by 
using HTTP. The solution must minimize the number of open ports on Server1 
Which static RRAS filter or filters should you configure on server1 ? Choose 2 

A. An outbound filter that has the following configurations 
Source network 131.107.1.100/32 
Destination network :any 
Protocol :TCP Port 80 
B. An inbound filter that has the following configurations 
Source network: any 
Destination network : 131.107.1.100/32 
Protocol :TCP Port 80 
C. An outbound filter that has the following configurations 
Source network: 131.107.1.100/32 
Destination network :any 
Protocol :TCP Port any 
D. An outbound filter that has the following configurations 
Source network: 131.107.1.100/32 
Destination network :any Protocol :TCP(established) Port 80 
E. An inbound filter that has the following configurations 
Source network: 131.107.1.100/32 
Destination network :any 
Protocol :TCP Port any 

Answer: B, D 

QUESTION: 334 
Your network contains an Active Directory forest. The forest contains a member server 
named VPN1 that runs Windows Server 2008 R2. You configure VPN1 as a VPN server. 
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You need to ensure that only client computers that have windows Update enabled can 
establish VPN connections to VPN1. What should you install on VPN1? 

A. Windows Server Update Services (WSUS)  
B. Network Policy Server (NPS) 
C. Health Registration Authority (HRA) 
D. Connection Manager Administration Kit (CMAK) 

Answer: B 

Explanation: 
 http://technet.microsoft.com/en-us/library/cc754378.aspx 

QUESTION: 335 
Your network contains an Active Directory domain. All domain controllers run Windows 
Server 2008 R2. The network contains a DHCP server named Server1 on a subnet namend 
Subnet1. You implement a new subnet named Subnet2. Subnet2 contains a server named 
Server2. On Server1, you create a DHCP scope for Subnet2. You need to configure Server2 
to ensure that the client computers on Subnet2 can receive IP adresses from 
Server1. What should you do? 
To answer move the appropriate actions from the Possible Actions list to the Necessary 
Actions area and arrange them in the correct order. 
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Answer: 

QUESTION: 336 
Your network contains an Active Directory domain. The domain contains a server named 
Server 1 that runs Windows Server 2008 R2 Server 1 contains a folder named Folder1. a 
domain user named User1 does not have NTFS Read permission for Folder1. You need 
User1 to create a backup copy of Folder1. User1 must NOT be able to restore the backup 
copy on Server1 What should you do? 
To answer, move the appropriate actions from the Possible Actions list to the Necessary 
Actions area and arrange them in the correct order. 

Answer: 
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QUESTION: 337 
Your Network contains a server named Server1 that runs Windows Server 2008 R2 
You need to log performance counter data from Server1 to SQL database 
What should you do? 
To answer, move the appropriate actions from the Possible Actions list to the Necessary 
Actions area and arrange them in the correct order. 

Answer: 

Explanation: 
http://www.simple-talk.com/sql/performance/collecting-performance-data-into-a-sql-server
table/ 

QUESTION: 338 
Your network contains an Active Directory forest. The forest contains a server named 
server1.contoso.com. You need to ensure that all DNS clients can user DNS to resolve the 
single-label name of a server named Server1. What should you do? 
To answer, move the appropriate actions from the Possible Actions list to the Necessary 
Actions area and arrange them in the correct order. 
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Answer: 

QUESTION: 339 

Your network contains a Windows Server Update Services (WSUS) server named Server1. 

All client computers are configured to download updates from Server1. Server1 ts 

configured only to synchronize manually to Microsoft Update. 

Your company deploys a new Microsoft application. 

You discover that the new application is not listed on the Products and Classifications list. 

You synchronize the WSUS server. 

You need to ensure that updates for the new application are available to all of the client 

computers. what should you do?
 
To answer, move the appropriate actions from the Possible Actions list to the Necessary
 
Actions area and arrange them in the correct order. 
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Answer: 

QUESTION: 340 
Your network contains an Active Directory domain. The domain contains a server that runs 
Windows Server 2008 R2. The server contains 10 shared folders. You need to be notified by 
email when users save .mp3 files to the shared folders. What should you do? 
To answer, move the appropriate actions from the Possible Actions list to the Necessary 
Actions area and arrange them in the correct order. 
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Answer: 

QUESTION: 341 
Your network contains an Active Directory domain. All domain controllers run Windows 
Server 2008 R2. The domain contains three domain controllers named DC1, DC2, and DC3. 
All of the domain controllers have the DNS server role installed. You create a new Active 
Directory-integrated DNS zone on DC1. You need to ensure that the zone is only replicated 
to DC1 and DC3. The solution must ensure that all zone replication traffic is encrypted. 
What should you do? 
To answer, move the appropriate actions from the Possible Actions list to the Necessary 
Actions area and arrange them in the correct order. 
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Answer: 

QUESTION: 342 
Your network contains a server named Server1 that runs Windows Server 2008 R2. Server1 
has the DHCP server role installed. All client computer on the network obtain their network 
configurations from Server1. You have a client computer named Computer1. You need to 
configure Computer1 to use a different DNS server than the other client computers on the 
network. What should you do? 
To answer , move the appropriate actions from Possible Actions list to the Necessary 
Actions area and arrange them in the correct order. 
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Answer: 

QUESTION: 343 
Your network contains a subnet named Subnet1. You add a new subnet named Subnet2 to 
the network. Subnet1 and Subnet2 are connected by a router named Router1. You need to 
configure the IP addresses on Router1 to ensure that IP traffic can be routed between 
Subnet1 and Subnet2. Which IP addresses should you assign to Router1? To answer, drag 
the appropriate IP address to the correct interface in the answer area. 

Answer: 
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