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QUESTION: 56 
If you do not know the IP address of an Ethernet Routing Switch 5510, what would you 
need to upload code to it? 

A.  Telnet 
B.   Web browser 
C. Console Access 
D. Java Device Manager 

Answer: C 

QUESTION: 57 
An engineer needs to assign an IP address of 172.25.10.36 to an Ethernet Routing
Switch 8600 switch with a subnet mask of 255.255.255.192. Which Command Line 
Interface (CLI) command should the engineer use? 

A.   config bootconfig set ip 172.25.10.36/27 
B.   config bootconfig set ip 172.25.10.36/26 
C. config bootconfig net mgmt ip 172.25.10.36/27 
D. config bootconfig net mgmt ip 172.25.10.36/26 

Answer: D 

QUESTION: 58 
When an engineer gathers RMON history to troubleshoot alarms, it is gathered in time 
intervals. What are those time intervals called? 

A.   buckets 
B.  time traps 
C. over-sampling 
D. community strings 

Answer: A 

QUESTION: 59 
An engineer needs to be able to execute a command on a remote Ethernet Routing
Switch 8600. Which command should the engineer use? 

A.  mv 
B.  rsh 
C. sio 
D. rlogin 
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Answer: D 

QUESTION: 60
 
Which three statements are true regarding RMON alarms? (Choose three.)
 

A.   Alarms have an interval polling period. 
B.   Alarms can only be viewed by Device Manager. 
C. String variables can be used to define an alarm. 
D. All alarms define upper and lower threshold values. 
E. Alarms have a corresponding rising and falling event. 

Answer: A, D, E 

QUESTION: 61 
You recently reset an Ethernet Routing Switch 5510 using 4.1 code to the factory 
default settings. You want to upgrade the code for the 5510 but do not have a console 
cable to do it. Which IP address must you use to perform this task? 

A.   192.168.1.1/24 
B.  192.168.10.1/24 
C. 192.168.192.168/24 
D. 192.168.168.192/24 

Answer: C 
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