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A.   set enablepass 
B.  set ip route default 
C. set interface management ip 
D. cypto generate key web 1024 
E.   set vlan 10 management tag 10 port 

Answer: B, C 

QUESTION: 59
 
A customer has decided that the DHCP server will be on the inside of the firewall,
 
and that the DHCP server will be optional. Which two conditions must exist?
 
(Choose two.)
 

A.   The DHCP Option 2 must be supported. 
B.   The wireless handsets must be statically configured. 
C. The individual blocks of IP addresses must be supported. 
D. The Telephony Manager 2245 must be statically configured. 

Answer: B, D 

QUESTION: 60 
A customer has just installed a WLAN, and wants to create an access rule that would 
allow users to connect to the WLAN without authenticating. Which parameter setting 
would accomplish this? 

A.   EAP type should be at Pass-through. 
B.   Encryption type should be set to "802.1x". 
C. Fall through authentication should be set at Last Resort. 
D. Under SNMP, security level should be set at Unsecured. 

Answer: C 

QUESTION: 61
 
Which WLAN attack involves hacking the network with a spoofed MAC Address?
 

A.  Jamming 
B.   Impersonation 
C. Man in the Middle 
D. Modification and Insertion 
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Answer: B 

QUESTION: 62 
The Service Set Identifiers (SSID) is a vital piece of information that can be used to 
hack a WLAN network. What can be done to keep this information from the casual 
hacker? 

A. Incorporate the WLAN in a DMZ. 
B.   Implement a MAC filtering security scheme. 
C. Turn off broadcasting of SSID from the Access Points. 
D. Modify the default settings of a WLAN network by incorporating an open 
system. 

Answer: C 

QUESTION: 63 
In the process of initially configuring a WLAN 2350 Security Switch, a customer 
discovers that the switch doesn't have a certificate for admin access. Which command 
must be entered at the prompt to enable a certificate to be created? 

A.   set enablepass 
B.   clear boot config 
C. crypto generate key admin 1024 
D. Set vlan 10 name management tag 10 port 1 

Answer: C 

QUESTION: 64 
A customer is deploying wireless 2210/221 handsets throughout their WLAN. They 
are using a DHCP server to configure their 2210/2211s. By using a DHCP they are 
currently assigning an IP address, and DHCP options 1,3,60, and 66. In this scenario, 
which DHCP option is also required? 

A.  6 
B.  15 
C. 43 
D. 151 

Answer: D 
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