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Answer: C, D 

QUESTION: 53 

A customer has a CallPilot Rls. 4.0 server. They have a customer call desk with a lead phone
 
number. Seven employees support this desk and each has an individual phone number.
 
Messages are left for the call desk. Which feature can be used to notify the seven people? 


A. My CallPilot 
B. Multiple MWI DNs  
C. Message Notification 
D. Message Forwarding 

Answer: B 

QUESTION: 54 
A customer has a CallPilot Rls. 4.0 server. The help desk manager would like to have voice 
messages left for the help desk in an email mailbox. Which feature can be used to do this? 

A. My CallPilot 
B. CallPilot Manager 
C. Remote text notification 
D. Message Forwarding Rule 

Answer: D 

QUESTION: 55 
A new CallPilot Rls. 4.0 server is being installed. The server uses Setup Wizard to analyze the 
new system. Setup Wizard analyzes two distinct aspects of the new system. Which two aspects 
are analyzed? (Choose two.) 

A. that your key code is valid 
B. that the CallPilot platform is valid 
C. that the Windows OS is running correctly 
D. the MPB boards are installed in the correct slots 

Answer: B, D 

QUESTION: 56 

A customer has a CallPilot Rls. 4.0 server. They use Active Directory to track employee 

information and would like to have a mailbox for all employees listed in Active Directory. 

Which two features/services can accomplish this? (Choose two.) 
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A. My CallPilot 
B. CallPilot Manager 
C. Directory Replication 
D. Directory Synchronization 

Answer: B, D 

QUESTION: 57 
A CallPilot Rls. 4.0 server is operating in a workgroup. The server will be joined to a Windows 
2003 domain. The time on the CallPilot must not be controlled by the domain controller. What 
must be done on the CallPilot? 

A. Disable the W32Time service. 
B. Set the internal clock on the CallPilot server. 
C. Set the Meridian 1/Communication Server clock to master. 
D. Do nothing, the domain controller server will not control the clock. 

Answer: A 

QUESTION: 58 
A CallPilot Rls. 4.0 server is operating in a Windows 2003 domain. The CallPilot's normal 
operation, maintenance, and support require correct domain configuration. What are two 
requirements for correctly configuring the domain? (Choose two.) 

A. A domain user account is required. 
B. The domain name must not be added. 
C. The CallPilot must have the correct computer name. 
D. The domain user account must be added to the Administrator group on the CallPilot Server. 

Answer: A, D 

17



For More exams visit https://killexams.com/vendors-exam-list

Kill your exam at First Attempt....Guaranteed!


