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Answer: C 

QUESTION: 52 
A multicast group with the IP address of 232.0.12.1 was created to stream financial 
information to stock tickers located throughout the building. Which statement about this 
multicast group is correct? 

A. It requires the use of Internet Group Multicast Protocol (IGMP) v2. 
B. It requires the use of Distance Vector Multicast Routing Protocol (DVMRP).  
C. It uses a many-to-many multicast protocol because of the IP address range. 
D. It must be a source-specific multicast (PIM-SSM) application because of the IP address 
range. 

Answer: D 

QUESTION: 53 
A customer is adding a multicast server to their network. There are a few workstations that 
need the multicast feed. They would like to choose a multicast routing protocol that has low 
overhead and uses existing unicast routing information. Which multicast routing protocol 
should they choose? 

A. Internet Group Management Protocol (IGMP) 
B. Protocol Independent Multicast - Sparse Mode (PIM-SM) 
C. Distance Vector Multicast Routing Protocol (DVMRP) 
D. Pragmatic General Multicast (PGM) 

Answer: B 

QUESTION: 54 
A large retail store has decided to use a wireless network to attach cash registers and 
computers and computers to the network, so that they can rearrange the floor layout without 
having to pull network cable every time they rearrange displays. The issue is that when they 
first tried to implement IEE 802.11b last year, there was too much interference from other 
WLANs and cordless telephones, and the computers received very poor signal 
strength.Which change would most help fix this problem? 
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A. Use 802.11g to increase the number of channels available.  
B. Use 802.11a on the 5GHz range with more channels. 
C. Use 802.11b on a non-standard channel to keep from conflicting with the other WLANs. 
D. Use 802.11b on the altemate 5GHz range with more channels. 

Answer: B 

QUESTION: 55 
Line-of-sight is one of the boundaries of Radio Frequency (RF) waves. They are also 
affected by obstacles that can cause the waves to bend, bounce, or become distorted. Which 
type of electromagnetic wave is a radio wave? 

A. direct wave 
B. ground wave 
C. space wave 
D. fluid wave 

Answer: A 

QUESTION: 56 
A customer has enabled Single Host Single Authentication Extensible Authentication 
Protocol over LAN (EAPoL) on ports on their Ethernet switch. Not all PCs have the ability 
to authenticate against the RADIUS server. They would like to allow these users to access 
limited network resources, and they do not want to use MAC authentication against the 
non-EAP customers. Which EAPoL feature should they use to allow non-EAP-enabled 
customers to send data on an EAP-enabled port when there are no authorized hosts? 

A. Multi-host single authentication (MHSA)  
B. Guest VLAN 
C. Multi-host multiple authentication (MHMA)  
D. Non-EAP hosts (NEAP) 

Answer: B 

QUESTION: 57 
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An enterprise is developing an e-commerce application that requires secure 
communications between the web client and the e-commerce server. They will use SSL. 
Which encryption key is used by SSL? 

A. public key encryption 
B. private key encryption 
C. secret key encryption 
D. public and secret key encryption 

Answer: D 

QUESTION: 58 
A customer requires secure network communications with network devices. Which 
protocol should be disabled on the network devices to ensure secure communication? 

A. Telnet 
B. Secure web (HTTPS) 
C. Secure Shell (SSH or SSHv2) 
D. Simple Network Management Protocol (SNMP) v3 

Answer: A 
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