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QUESTION: 169 
A Remote AP provisioned with an SSID in the operational mode “always” has which 
one of the following characteristics? 

A. The RAP must obtain its configuration from the controller each time it boots. 
B. The operational mode applies to tunnel and split-tunnel forwarding SSID. 
C. The operational mode applies to a Bridge forwarding SSID. 
D. The RAP does not support this mode. 
E. The SSID only appears if the AP does not see the controller. 

Answer: C 

QUESTION: 170 
A Remote AP provisioned with an SSID in “Bridged” forwarding mode has which one 
of the following characteristics? 

A. The client obtains its IP address from the controller. 
B. The client's default gateway must be the controller. 
C. The client traffic is forwarded through a GRE tunnel to the controller. 
D. The client's default gateway may be the Access Point or a local gateway. 
E. The client's authentication must be 802.1X. 

Answer: D 

QUESTION: 171 
An Aruba RAP2 model can authenticate its IPSec tunnel to a controller using which of 
the following methods?  Choose all that apply. 

A. 802.1X 
B. Captive Portal 
C. IP address authentication 
D. Legacy Username/Password authentication. 
E. Certificate and MAC address authentication. 

Answer: D, E 

QUESTION: 172 

What is the purpose of Mesh Clusters?
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A. To separate Mesh points and Mesh Portals 
B. To make sure that mesh points and portals with the same VAPs are not in the same 
cluster 
C. To create a group of mesh points and mesh portals that create mesh links with each 
other using the same 802.11 connection settings 
D. To cluster mesh APs of the same model together 

Answer: C 

QUESTION: 173 
A company purchased an indoor mesh deployment using the 620 controller and the AP 
125 models, where 5 APs will be deployed on a floor to provide wireless internet 
access for users. Users may open VPN tunnels using software clients over the wireless 
network to a 3rd party VPN concentrator overseas. The company wants to limit 
wireless user access to NetBIOS over TCP traffic locally and VPN traffic overseas. 
Which licenses will be necessary for this deployment? 

A. Base AOS, VPN, PEF-NG 
B. Base AOS, AP Capacity, PEF-NG 
C. Base AOS, AP Capacity, PEF-NG, VPN 
D. Base AOS, AP Capacity 

Answer: B 

QUESTION: 174 
When deploying Remote Mesh Portals, what is one of the purposes of the Mesh 
Private VLAN? 

A. To separate wireless user traffic coming from mesh networks from non-mesh 
networks 
B. To tag mesh wireless user traffic on a particular AP 
C. To allow Mesh Points to form private vlan networks with certain users 
D. To tag control plane traffic from Mesh points to the controller 

Answer: D 

QUESTION: 175 
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A network administrator runs a 'show ap mesh topology' command on an Aruba 620 
controller. Which of the following information would he be able to obtain? Choose all 
that apply. 

A. The number of mesh nodes in the network  
B. The channel settings of each mesh node  
C. The parent of each mesh node 
D. The number of hops each mesh points has to make to reach the mesh portal 

Answer: A, C, D 


QUESTION: 176 

How does Aruba's infrastructure calculate location? 


A. GPS 
B. RF Fingerprinting  
C. RSSI triangulation 
D. TDOA 

Answer: C 

QUESTION: 177 
You want to locate a wireless device on the controller GUI. You go to the Clients list 
from the Monitoring tab and click the Locate button but the controller is unable to 
locate the client. Which could be the possible reasons for the error? (Choose all of the 
correct answers.) 

A. No floor plan exists 
B. Only 2 APs can hear the client 
C. The client is not a valid client 
D. No client was selected 

Answer: A, B, D 

QUESTION: 178 
Which of the following needs to be done prior to attempting to use the GUI quick setup 
of a factory defaulted Aruba S3500 Mobility Access Switch? 

A. Set the S3500 IP address to the 172.16.0.0 range 
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B. Quick-Setup needs to be enabled on the LCD Panel 
C. Connect the S3500 to the network for DHCP 
D. Set the laptop IP address to the 192.168.0.0 range 

Answer: B 

QUESTION: 179 
Which two factors are important when choosing a controller model to support tunneled 
node? 

A. Number of Wired Aps 
B. Controller configuration 
C. Number of Tunneled Ports 
D. Layer 3 network architecture 

Answer: A, C 

QUESTION: 180 

In tunneled node configuration the Aruba 3500 mobility access switch acts as a? 


A. Authentication server 
B. Security gateway 
C. Wired to Wireless AP 
D. Wired AP 

Answer: D 
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