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QUESTION: 94 
Given a network and mask of 172.16.12.64/27, what is the broadcast address of this 
network and how many clients can it contain? 

A. 172.16.12.255, 254 
B. 172.16.12.255, 30 
C. 172.16.12.95, 30 
D. 172.16.12.95, 32 

Answer:  C 

QUESTION: 95 

If you design a network that includes five subnets and at least 16 hosts for each subnet, 

which subnet mask will you choose? 


A. 255.255.255.192 
B. 255.255.255.224 
C. 255.255.255.240 
D. 255.255.255.248 

Answer:  B 

QUESTION: 96 

Which actions are needed to prepare for the basic installation?
 

A. mast installation 
B. prepare power 
C. prepare Ethernet for the gateway 
D. grounding 
E. all of the above 

Answer:  E 

QUESTION: 97 

Which items should be addressed for antenna installation?
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A. Each antenna connector should have a lightning arrestor that is properly grounded 
by a licensed electrician. 
B. The curvature radius of the coil feeder cable should not exceed 3 times the diameter 
of the cable 
C. Feeders are short as possible 
D. Ensure that antenna weep holes always face up 

Answer:  A, C 

QUESTION: 98 

What is the main difference between the RFM link list and the RFM neighbor list?
 

A. RFM link list only shows the links that are currently up and running, while the 
neighbor list shows all the links. 
B. RFM neighbor list is a subset of RFM link list. 
C. RFM neighbor list shows all nearby mesh nodes that can be found by RFM through 
scanning, while the RFM link list only shows mesh nodes to which a link was formed 
recently. 
D. The RFM link list cannot help with debugging downed mesh links. 

Answer:  C 

QUESTION: 99 
Which of the following are functions of the Aruba MeshOS RFM module?  Choose all 
that apply. 

A. Prevent loops on the datapath 
B. Ensure the convergence of mesh network topology 
C. Calculate the forwarding path between two nodes for data traffic 
D. Automate channel assignment for the backhaul links 

Answer:  B, D 

QUESTION: 100 
The command used to specify the maximum number of backhaul links allowed for the 
given radio is? 
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A. max-auto-wds <1-6> 
B. max-manual-wds <1-6> 
C. max-mesh-links <1-6> 
D. max-mesh-backhaul <1-6> 

Answer:  A 

QUESTION: 101 

Which modules work together closely to automatically form the mesh networks?
 

A. Motrix 
B. AWR 
C. AVT 
D. RFM 
E. ARM 

Answer:  B, D 

QUESTION: 102 

Which statements about the function of an antenna are true?
 

A. An antenna is a transducer that transmits or receives electromagnetic waves 
B. Antenna does not affect the EIRP of the radio 
C. An antenna is an electromagnetic generator, that adds power to a transmitted signal 
D. A directional antenna is like a reflector of a flashlight that concentrates the radiated 
power into a specific area 

Answer:  A, D 

QUESTION: 103 
Downtilt omnidirectional antennas are primarily useful for 

A. Covering large open areas from low mounting locations (e.g. playing fields) 
B. Covering environments with lots of vertical obstructions using high mounting 
locations (e.g. container yards) 
C. Maximizing backhaul bandwidth on point-to-multipoint mesh deployments 
D. Pigeons 
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Answer:  B 
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