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D. During each backup at 1:14 a.m. 

Answer: A 

QUESTION: 131 
A CUA running 4.0 has been archiving files to the Centera with GE enabled with 
a five-year retention period defined. The administrator was informed by the legal 
department that all data written to the Centera now has a compliance restriction to 
retain all data for infinity. What action is required to enforce all legacy data 
written by CUA is kept for infinity? 

A. Rewrite all data to a different pool using an infinite retention period. 
B. Turn off the delete grant on the profile. 
C. Enable CE+ on the cluster. 
D. Migrate all data to a new Centera set to CE+. 

Answer: A 

QUESTION: 132 
After a catastrophic failure the standalone CUA has been completely lost. The 
CUA has been replaced. How do you restore the CUA configuration and 
database? 

A. Use the Centera restore functionality. 
B. Restore is not possible without enhanced availability or replication. 
C. Use the CA from the last CUA backup. 
D. Use the CUA query tool on the Centera. 

Answer: C 

QUESTION: 133 

Your site has configured a CUA for CIFS access. They have allowed users to map 

the CIFS that they are getting "access denied" errors when writing to the share. 

What would you recommend?
 

A. Stop accessing the CUA as a NAS device 



 
 

 
 

 

 
 
 

 
 

 
 

 
 
 

 
 

 
 

 

 

B. Verify CUA Access Denied authentication 
C. Check to see if the CUA pool is full on the Centera 
D. Check the users have access to the CUA 

Answer: A 

QUESTION: 134 
During a new EMC Centera install, the customer realizes they need CUA to 
integrate one of their applications. At this time they don't have funding to 
purchase additional hardware. In which configuration can a Gen4 LP CUA be 
configured using existing hardware? 

A. 16-node cube 
B. 32-node cube 
C. 4-node cube 
D. 24-node cube 

Answer: A 

QUESTION: 135 
A pair of CUAs are configured as an active/standby pair in Enhanced Availability 
mode. The primary CUA crashed at 4:43 am. In the event of a failover, the 
standby will initially be synchronized with the original CUA to which time? 

A. Back to 1:14 a.m. of the previous day 
B. Back to 1:14 a.m. of that day 
C. Within one hour of the failover 
D. Within ten minutes of the failover 

Answer: B 

QUESTION: 136 
A pair of CUAs are configured as an active CUA and a standby CUA. The backup 
time is left at default. The primary CUA crashed at 11:59 p.m. The administrator 
comes in and forces a failover at 6:30 a.m. The standby will initially be 
synchronized with the original CUA to which time? 



 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 
 

A. Back to 1:14 a.m. of the previous day 
B. Back to 1:14 a.m. of that day 
C. Within approximately one hour of the failover 
D. Within approximately five minutes of the failover 

Answer: A 

QUESTION: 137 
Two CUAs are configured as an active/passive pair in Enhanced Availability 
mode. The active CUA is a Dell 2850 server. Which hardware platform can be 
used for the passive CUA? 

A. A Dell 2850 server 
B. A Gen4 node or a Dell 2950 server 
C. A Gen4 node 
D. A Gen4 node or a Dell 2850 server 

Answer: A 

QUESTION: 138 
Two CUAs are configured as an active/passive pair in Enhanced Availability 
mode. The active CUA is a Gen4 node. Which hardware platform can be used for 
the passive CUA? 

A. A Dell 2850 server 
B. A Gen4 node or a Dell 2850 server 
C. A Dell 2850 or 2950 server 
D. A Gen4 or a Gen4 LP node 

Answer: D 

QUESTION: 139 
There are two CUAs at 4.x and two EMC Centeras replicating. What Centeras 
should the CUAs point to prior to configuring EA? 



 
 

 
 

 
 
 

 

 
 

 
 

 
 
 

 
 

 
 

 

 

A. Point both CUAs to the source. 
B. Point one CUA to the source and the other to the target. 
C. Point both to the source then power down the standby. 
D. Point both to the source and target to enable round robin. 

Answer: A 

QUESTION: 140 

In a CUA EA configuration, how is failover achieved?
 

A. An administrator activates the failover process. 
B. The standby senses the active is down and automatically updates the DNS to 
reflect the new IP address. 
C. As soon as the standby sees the active as unreachable it will promote itself to 
active. 
D. The standby will see the lost heartbeat and come online in read-only mode 

Answer: A 

QUESTION: 141 

You want to implement Enhanced Availability incorporating two physical sites. 

The active CUA and primary EMC Centera are in site A; the standby CUA and 

secondary EMC Centera are in site B. In a properly configured environment, 

which ports will be open on the network firewall between the two sites?
 

A. 3218, 7227, 23 
B. 3218, 3682, 4543, 80, 22 
C. 3218, 7227, 3682, 80, 22 
D. 3218, 7227, 3862, 80 

Answer: C 

QUESTION: 142 
The company has a CUA in EA mode. The production EMC Centera in a 
replicated environment goes offline. What step is required to allow the users to 
continue to read archived content? 



 

 
 

A. Reads will continue through the standby CUA pointing to the target cluster. 
B. No action is required. Read failover is automatic. 
C. Reads will fail until the production EMC Centera is back online. 
D. Failover to the standby CUA. 

Answer: B 
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