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QUESTION: 387 
The cable for cabled TV signals can be used to provide high bandwidth data transmission. What 
is the adopted technology? (  ) 

A.  ADSL 
B.  XDSL 
C. Cable Modem 
D. DSL 

Answer: C 

QUESTION: 388
 
Which of the following descriptions of the private IP address reserved by IANA is false? (  )
 

A.   The reserved private IP address range is: 
10.0.0.0~10.255.255.255, 
172.16.0.0~172.31.255.255, 
192.168.0.0~192.168.255.255 
B.   The private IP address should be translated to be the public IP address to realize the Internet 
communication, and the NAT technology, agent service and VPN packet encapsulation technology 
can be adopted for this. 
C. The reserved private IP address range is: 
10.0.0.0~10.255.255.255, 
172.128.0.0~172.128.255.255, 
192.128.0.0~192.128.255.255 
D. The private IP address can save the cost and ensure the extensibility of the network. 
E. The private IP address can save the IP address resource 

Answer: C 

QUESTION: 389 
PRI refers to: (  ) 

A. 23B+D (European standard) 
B.   30B+D (North American standard) 
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C. 23B+D (North American standard) 
D. 30B+D (European standard) 

Answer: C, D 

QUESTION: 390 
Which of the following items are included in the Network design? (  ) 

A.   WAN design 
B.  LAN design 
C. Routing design 
D. Subnet planning 

Answer: Pending. Please Send your suggestions to support@ 

QUESTION: 391
 
Which is the bandwidth of the E1 interface of the Quidway serial routers? (  )
 

A.   128Kbps 
B.  1.544Mbps 
C. 2.048Mbps 
D. 155Mbps 

Answer: C 

QUESTION: 392
 
Which of the following protocols are in the WAN? (  )
 

A.  X.25 
B.   Ethernet-II 
C. LAPB 
D. Frame-Relay 
E. ATM F.   PPP 
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Answer: A, C, D, E, F
 

QUESTION: 393
 
Which of the following descriptions of InverARP are true? (  )
 

A.   InverARP needs to be configured in the Quidway router 
B.   The frame relay switch sends DLCI number automatically to the router through InverARP. 
C. The router gets its own DLCI number by sending the reverse ARP request to the frame relay 
switch. 
D. Quidway router will run InverARP protocol automatically if the frame relay encapsulation is 
started over the serial port. 

Answer: B, C, D 

QUESTION: 394 
Which of the following route types is adopted for the Stub domain in OSPF network to be 
connected with the backbone area? (  ) 

A. Floating static routing 
B.   Dynamic routing 
C. The default routing automatically generated by the router 
D. Static routing 

Answer: C 

QUESTION: 395
 
Which of the following descriptions of the security of the leased line access method are true? (  )
 

A.   As a traditional access mode, the leased line transmits data in the transparent channel mode in 
the physical layer. The semi-permanent connection is performed between two points by the line 
providers, so the line is of high security. 
B.   The secure access control and the authentication interworking are considered for this access 
method. 
C. Encryption can be adopted in the leased line for a higher security 
D. All the above descriptions are false 
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Answer: A, B, C
 

QUESTION: 396
 
Which of the following items describe the functions of NAT (Network address translation) ? (  )
 

A. It can map the source address+port of the packet sent out by the interior users to be the 
address+port of an interface. 
B.   Combining with dial-control-center, it enables users in the LAN to be online easily through a 
router. 
C.   It may provide the services of WEB, FTP, SMTP and TELNET to the outside. The server put 
in the interior network not only guarantees the security but also facilitate the server maintenance. 
D. It may hide the physical address of the interior network and enable the exterior network to get 
only its logical address. 

Answer: A, B, C
 

QUESTION: 397
 
Which of the following descriptions of the VPN construction in the public network is true? (  )
 

A.   The transmitted data must be encrypted for the low security of the public network. 
B.   Based on the security consideration, all the transmitted data should be encrypted by the most 
powerful encryption algorithm. 
C.   The cross-public-network authentication technology is very crucial to the network security, so 
the authentication algorithm as powerful as possible should be adopted for all users. 
D. The latest key management technology should be adopted 

Answer: A 

QUESTION: 398
 
Which of the following descriptions of the STP and Trunk technology are true? (  )
 

A.   STP may avoid the link circulation, but may also cause the bandwidth waste. 
B.  Compared with the Trunk technology, STP can adapt to a more flexible network topology 
structure. 
C. The Trunk technology removes the loops among the point-to-point links by binding the 
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multiple ports without causing the bandwidth waste. 
D. All the above descriptions are false. 

Answer: A, B, C 

QUESTION: 399
 
Which of the following items are the WAN redundancy backup technologies? (  )
 

A. Port backup technology 
B.  VRRP technology 
C. Router backup 
D. All the above items are not the WAN redundancy backup technology. 

Answer: A, B, C 

QUESTION: 400 
The full mesh design of the LAN is regarded as the most reliable topology structure since it 
provides the maximum redundant possibility. But a big sum of investment is needed for the 
excessive links. In addition, the increasing number of routers may need more bandwidth for 
message broadcast and powerful CPU. So this design is not applied in the current network. (   ) 

A.  True 
B.  False 

Answer: B 
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