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Answer: B 

QUESTION: 57 
What must the configuration contain when partitioning a library with Advanced Secure 
Manager? 

A.   at least one drive and one slot 
B.   two drives, 30 slots and a mailslot 
C. one fully populated drive cluster and 30 slots 
D. one interface controller and one fully populated cluster 

Answer: A 

QUESTION: 58 
In a single cabinet ESL322e tape library, how many licenses are required to enable all slot 
panels? 

A.  2 
B.  3 
C. 4 
D. 5 

Answer: B 

QUESTION: 59 
What happens if you try to select and manage a library being managed by another 
management station? 

A.   The other management station will fail. 
B.   The library will hang and any running backup jobs will fail. 
C. The management station will corrupt the device mapping. 
D. A dialog box displays asking if you want to reclaim the library. 

Answer: D 

QUESTION: 60 
What must be enabled on the Interface Manager to allow the replacement of failed 
interface controllers without the need to reconfigure the library mapping and partitioning? 

20



 

 
 
 

A.   Auto Rediscover 
B.   WWN Retention 
C. Retain Configuration 
D. Auto Configuration backup and restore 

Answer: B 

QUESTION: 61
 
What happens if the device firmware update process is interrupted?
 

A.   It will restart after the device is rebooted. 
B.  The device will return to the older firmware version. 
C. The device can become inoperable and require physical repair. 
D. It will continue when the firmware update program is restarted. 

Answer: C 

QUESTION: 62 
If Command View TL is not available, what can be used to access the log files in the 
Interface Manager card? 

A.  Telnet 
B.  Perl scripts 
C. anonymous FTP 
D. a serial connection 

Answer: C 

QUESTION: 63 
What is important to remember when changing from Manual to Automatic mode of the 
Interface Manager? 

A. All drives must be taken offline. 
B.   Fibre Channel cables must be unplugged. 
C. Interface controllers must be powered off first. 
D. Any customizations created in Manual mode will be lost. 
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Answer: D 

QUESTION: 64 
How can you test the communication between the management station and any selected 
Interface Manager card in an ESL E-Series library from Command View TL? 

A. Run the checkIM command in the CLI. 
B.   Select Support Tab > Tools > Open the Interface Manager Check dialog box. 
C. Select Actions > Connectivity Check to open the Connectivity Check dialog box. 
D. Select Support Tab > Communication Check to open the Communication Check dialog 
box. 

Answer: C 

QUESTION: 65
 
Which screen in Command View ESL shows the number of full mail slots in use?
 

A.   Inventory 
B.   Health Summary 
C. Slot Configuration 
D. Component Status 

Answer: A 
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