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A. Ports a1-a4 will be remove from VLAN 1 
B. You will revive an error saying you cannot remove the ports from VLAN 1.  
C. The ports will become tagged members of VLAN 1. 
D. You will receive a prompt asking which VLAN the ports should be assigned to. 

Answer: B 

QUESTION: 64 
site uses an HP ProCurve 5300xl series switch to aggregate traffic at the 

distribution level. You must install port trunks to ensure adequate capacity for switch-to-
switch links. How many trunks can you define on the switch? 

A. 8 
B. 12 
C. 24 
D. 36 

Answer: A 

Explanation: 
802.3ad Link Aggregation Control Protocol (LACP) and ProCurve trunking: supports up to 36 
trunks, each with up to 8 links (ports) per trunk; trunking across modules is supported 

QUESTION: 65 
The network administrator at site reports that HP ProCurve Manager Plus has not 
discovery any manageable devices except those on the subnet where the PCM Management 
Server resides. How do you explain this? 

A. This behavior is normal because PCM discovery massages do not cross router interfaces. 
The administrator should install PCM on a station in each subnet, then use the PCM 
Preferences Window to link the PCM Management Servers. 
B. This behavior is normal because PCM automatically discovers only those devices residing 
on the same subnet as the configured default gateway. The administrator can use the 
Preferences Window to add other Managed Subnets. 
C. The behavior indicates that PCM has been configured with an incorrect default gateway. 
The administrator should correct the gateway configuration, then manually initiated a new 
discovery. 
D. This behavior is normal because PCM discovery uses Cisco Discovery Protocol (CDP), 
which only survivors one switch-to-switch hop. The administrator should use HP Open View to 
discovery and manage devices on multiple subnets. 
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Answer: B 

QUESTION: 66 

Which statement is true regarding subnet masks? 


A. Two hosts in different address ranges must have the same subnet mask to enable 
communication. 
B. A subnet mask uses zero to represent the etwork" portion of the address and ones to 
represent the ost" portion of the address. 
C. A subnet mask uses a contiguous series of ones to represent the etwork" portion of the 
address. 
D. Masks are unnecessary when using classless IP addressing. 

Answer: C 

QUESTION: 67 
The office layout for a small manufacturing firm requires that workstations for marketing and 
engineering employees be connected to the same write closets. However, members of the two 
teams require access to different information resources. What are advantages to the firm of 
implementing VLANs rather than traditional IP subnet? Select TWO. 

A. VLANs enable administrators to assign IP addresses and access to resources based on 
business needs rather than physical location. 
B. VLANs require less network bandwidth because routing decisions are made at the edge 
layer rather then the core layer. 
C. VLANs enable the use of private IP addresses, while IP subnets require public IP addresses 
D. There is no advantage because VLANs and IP subnet are identical 
E. VLANs are simpler to configure and make it easier to alert a workstation's access to 
resources if the firm's layout is changed. 

Answer: A, E 

QUESTION: 68 
You must install new HP ProCurve switches at site. What password is required to 
gain read/write access to an HP ProCurve switch set to factory defaults? 
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A. super 
B. admin 
C. no password 
D. ProCurve 

Answer: C 

QUESTION: 69 

How many traffic prioritization accomplished with IEEE 802.1 p?
 

A. 802.1Q-compliment devices set one of a value in a 3-bit field the Q tag 
B. 802.1Q-compliment devices enforce priorities based on VLAN ID. 
C. 802.1Q-compliment devices set one of 64 values in the IP data gram header. 
D. 802.1Q-compliment devices a portion of available bandwidth to each prioritized 
conversation. 

Answer: A 

QUESTION: 70 
The network administrator asks you to explain the difference between the user- management 
features of HP ProCurve Manager and HP ProCurve Manager Plus. Which statement describes 
these differences? 

A. HP ProCurve Manager Plus supports five user types. HP ProCurve Manager only three. 
B. HP ProCurve Manager Plus can use RADIUS servers to automatic ate users. HP ProCurve 
Manager relies on its own user database. 
C. There are no differences in user-management features. 
D. HP ProCurve Manager Plus support up to 256client users. HP ProCurve Manager supports 
64 client users. 

Answer: C 

QUESTION: 71 

You have just finished uploading firmware into the secondary flash memory on an HP 

ProCurve switch and want to test firmware before coping it to the primary flash memory. 

Identify the command you will use this task. 
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A. reload flash secondary 
B. boot image secondary 
C. boot system flash secondary 
D. reload image secondary 

Answer: C 
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