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A. Libraries are only supported in a Fibre Channel loop environment. 
B. The library is directly attached to a SAN connected backup server. 
C. Storage systems and libraries must be connected to different fabrics. 
D. The library is connected to the fabric via a Fibre Channel to SCSI router. 

Answer: D 

QUESTION: 173
 
Which statement applies to Data Protector?
 

A. The tape library must be connected to the SAN. 
B. Backup to tape, disk, and CD/DVD-RW media is supported. 
C. A shared library license is required for SAN connected libraries. 
D. Cell manager, media agent, and disk agent are the components. 

Answer: D 

QUESTION: 174
 
What are two advantages of centralized LAN backup? (Choose two.)
 

A. shared libraries 
B. automated operation 
C. no single point of failure 
D. centralized management 
E. does not interfere with LAN bandwidth 

Answer: B, D 

QUESTION: 175
 
What are backup zones created to do? (Choose three.)
 

A. support two tape drives 
B. restrict the number of servers 
C. limit access to the tape libraries 
D. isolate LVD and HVD tape libraries 
E. separate tape libraries by OS platforms 

Answer: B, C, E 

QUESTION: 176 
What is recommended to enhance backup performance without affecting application 
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performance on a host? 

A. use a push agent 
B. single-mode fibre 
C. software data compression 
D. hardware data compression 

Answer: D 

QUESTION: 177
 
What are the three types of fabric zoning on B-series switches? (Choose three.)
 

A. static zoning 
B. software zoning 
C. hardware zoning 
D. mixmode zoning 
E. QuickLoop zoning 

Answer: B, C, D 

QUESTION: 178 
What is the maximum distance per cable segment using 50/125 micron multimode cable 
and short wavelength 2 Gb SFPs? 

A. 100 m 
B. 200 m 
C. 300 m 
D. 500 m 
E. 1 km 

Answer: C 

QUESTION: 179 
What is the maximum distance per cable segment using 9/125 micron single-mode cable 
and long wavelength 2 Gb SFPs? 

A. 1 km 
B. 5 km 
C. 10 km 
D. 35 km 
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E. 100 km 

Answer: C 

QUESTION: 180
 
Which statement about iSCSI is correct?
 

A. It is a routing service for SAN island consolidation. 
B. It is a tunneling service for long distance SAN extension. 
C. It is a protocol service for sending TCP/IP over Fibre Channel. 
D. It is a gateway service for sharing Fibre Channel storage with servers on IP networks. 

Answer: D 

QUESTION: 181
 
What is the maximum allowable number of hops in all fabric topologies?
 

A. 2 
B. 5 
C. 7 
D. 9 

Answer: C 

QUESTION: 182 
Identify the two best SAN topologies for a "One-to-One" local data locality. (Choose 
two.) 

A. ring fabric 
B. meshed fabric 
C. cascaded fabric 
D. fat tree backbone fabric 
E. skinny tree backbone fabric 

Answer: A, C 

QUESTION: 183 
What is the maximum number of Fibre Channel switches allowed in a cascaded fabric 
without any branches (in a straight line) with C-series switches? 

A. 3 
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B. 4 
C. 7 
D. 8 
E. 9 

Answer: D 

QUESTION: 184
 
What is the difference between a partially meshed fabric and a fully meshed fabric?
 

A. A partially meshed fabric is not fully resilient against failures. 
B. A partially meshed fabric allows only homogeneous switch configurations. 
C. A partially meshed fabric has an ISL from each switch to each other switch. 
D. A partially meshed fabric has fewer ISLs installed supporting prefered data transfer
directions and failover. 

Answer: D 

QUESTION: 185 
What is the maximum supported switch hops between any two devices in an HP 
supported SAN fabric? 

A. 4 switch hops (3 switches) 
B. 3 switch hops (2 switches) 
C. 7 switch hops (8 switches) 
D. 10 switch hops (9 switches) 

Answer: C 

QUESTION: 186
 
Which two fabric rules are valid? (Choose two.)
 

A. All switches in a fabric must have a unique domain ID. 
B. All switches in a fabric must have the same domain ID. 
C. All switches (of the same type) must have the same firmware installed. 
D. Routing must be configured manually if switches from different vendors are present in 
the same fabric. 
E. The time service must be started and synchronized at installation time using the CLI 
command "set fabric_time". 
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Answer: A, C 

QUESTION: 187 
In the SAN configuration,assume a goal of redundancy for everything. How many 
Storage Management Appliances are needed? 

A. 1 
B. 2 
C. 4 
D. 6 

Answer: B 
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