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QUESTION: 106 
The output of show ip ospf link-state on a ProCurve Switch 3500yl shows that the age of 
one Network Link State Advertisement (LSA) is 1819. How will this affect the router's 
behavior? 

A.   The router will request a new LSA from the neighbor that sent it. 
B.   The router will ignore all LSAs from the neighbor until they are refreshed. 
C. The router will ignore the advertisement when running its Shortest Path First (SPF) 
algorithm 
D. The router will place the advertised route in its IP route table if it has not learned another 
route to the same network. 

Answer: C 

QUESTION: 107 
All IP interfaces defined on a ProCurve Switch 5406zl are members of OSPF area 5. What 
does this indicate? 

A.   Area 5 is a transit area. 
B.   The 5406zl is an internal router. 
C. Area 5 is a not so stubby area (NSSA). 
D. The 5406zl cannot be elected Designated Router. 

Answer: B 

QUESTION: 108 
By default, how will a ProCurve Switch 5406zl select its OSPF Router ID if the ID is not 
configured by the administrator? (Select two.) 

A.   The Default VLAN IP address becomes the Router ID. 
B. The lowest IP address assigned to an OSPF interface becomes the Router ID. 
C. The highest IP address assigned to an OSPF interface becomes the Router ID. 
D. The lowest IP address on the lowest numbered loopback interface becomes the Router 
ID. 
E. The highest IP address on the highest numbered loopback interface becomes the Router 
ID. 
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Answer: B, D 

QUESTION: 109 
Which protocol for default gateway redundancy is supported by the ProVision ASIC 
switches? 

A.  XRRP 
B.  VRRP 
C. HSRP 
D. FSRP 

Answer: B 

QUESTION: 110 
While configuring two 8212zl switches, you enable VRRP on the Backup router before 
enabling VRRP on the Owner. What is the effect of this procedure? 

A.   No default gateway will be available until the Master is enabled. 
B.   Users will experience a brief interruption when VRRP is enabled on the Master. 
C. The Backup router will issue an error when it does not find a Master on the VRIDs. 
D. The routers will not assume the correct roles unless the Backup is restarted after VRRP 
is enabled on the Master. 

Answer: B 

QUESTION: 111 
How can you ensure that a particular switch will be elected Root Bridge of an MST 
instance, assuming all Spanning Tree settings on other switches are at the default ? 

A.  Set the CIST Bridge Priority to 0. 
B.  Set the Bridge Priority for the instance to 0. 
C. Set the Port Priority for each port in the instance to 0. 
D. Set the Bridge Priority for each VLAN in the instance to 0. 

Answer: B 
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QUESTION: 112 
You must configure a ProCurve Switch 8212zl to be the Owner of a VRID associated with 
VLAN 10. What must be true of the virtual IP address for the VRID? 

A.   It must use a classful network mask. 
B.   It must be an address on a multi-netted interface. 
C. It must match the router's address for the VLAN 10 interface. 
D. It must match the address assigned to VLAN 10 on the Backup router. 

Answer: C 

QUESTION: 113
 
Which Spanning Tree protocol is implemented on the ProVision ASIC switches?
 

A.  STP 
B.  PVST 
C. MSTP 
D. RSTP 

Answer: C 

QUESTION: 114
 
How does the Virtual Router Redundancy Protocol (VRRP) enhance network availability?
 

A.   by providing redundant default gateways for clients 
B.   by providing redundant links between edge and core layers 
C. by enabling routers to learn redundant paths to remote networks 
D. by supporting the configuration of redundant gateways on VRRP-aware clients 

Answer: A 

QUESTION: 115 
You must design a Virtual Router Redundancy Protocol (VRRP) solution for a new 
customer network that will deploy two 8212zl switches in the core and 3500yl switches at 
the edge. The 8212zl switches will provide default gateway services for all hosts. MSTP 
will be enabled on all switches. How can your VRRP design ensure that the direct paths 
between hosts and their default gateways are not blocked by Spanning Tree when all links 
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are up? 

A. Ensure that one core router is configured as Owner of all VRIDs. 
B. Ensure that the VLANs in each MST instance are associated with different VRIDs. 
C. Ensure that the Root Bridge of the Common Spanning Tree (CST) is also Owner of all 
VRIDs. 
D. Ensure that the Root Bridge of each MST instance is also the Owner of all VRIDs 
associated with VLANs in that instance. 

Answer: D 

QUESTION: 116 
At a customer site, the output of show spanning-tree instance 1 on two ProCurve 8212zl 
switches indicates that both switches are the Root of MST instance 1. Which statement 
explains this output? 

A.   The switches have identical Bridge Priorities. 
B.   The switches have different MST configuration names. 
C. One of the switches has been configured for RSTP operation. 
D. The switches have identical Port Priorities for ports associated with the instance. 

Answer: B 
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