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QUESTION: 52 
When RF Manager's Intrusion Prevention level is at the default level, how many 
channels can a single radio sensor protect simultaneously? 

A. 1. 
B. 2. 
C. 3. 
D. 4. 

Answer: B 

QUESTION: 53 

Which action does RF Manager take to quarantine a client?
 

A. it has the client's AP place the client's traffic in a quarantine VLAN.. 
B. it has a sensor send a forced disassociation message to the client's AP so that the 
AP forces the client to disconnect. 
C. it has a sensor send frames to interfere with the frames sent by the quarantined 
client. 
D. it adds the client's MAC address to the MSM AP's MAC lockout list, thereby 
blocking the client's traffic. 

Answer: C 

QUESTION: 54 
RF Manager is operating at its default settings for AP auto-classification. Its sensors 
detect an AP that is not connected to the network. What does RF Manager do next? 

A. Classifies the AP as Potentially External and then immediately moves it to 
External. 
B. Classifies the AP as Indeterminate and then checks the AP's SSID against your 
Authorized WLAN policy to ensure that the AP is not a honeypot. 
C. classifies the AP as indeterminate until you manully classify the AP as External 
or Rogue. 
D. Classifies the AP as Potentially External until you check it and manually classify 
it as External. 
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Answer: A 

QUESTION: 55 
Click the Exhibit button 

You are deploying an HP ProCurve Enterprise Mobility Solution for a large 
enterprise that wants to provide wireless access for employees (using 802.1X) as 
well as limited network access for their customers (using public access control). The 
customers will use their guest access to watch streaming video presentations about 
the company. The company has suggested that is wants to install an MSM765zl 
Mobility Controller in Switch 4. The network is shown in the exhibit. 

A. The video streaming to the customers must pass throught the SMS Controller, and 
controller in Switch 4 would create a less efficient traffic flow. 
B. This 5400zl switch already has an HP ProCurve ONE zl Module, so it cannot 
support the MSM765zl Module. 
C. One MSM Controller cannot support the employees VSC (with distributed 
forwarding) and aVSC with centralized access control at the same time. 
D. This location for the MSM Controller will leave vital company resources open to 
unauthenticated users. 

Answer: A 

QUESTION: 56 
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Click the Exhibit button 
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RF Manager and its sensors have detected an association between an Uncategorized 
Client and an AP that uses these settings: 
SSID = Company C 
Security = WPA2 with CCMP and 802.1X 
The AP is detected passing the clients traffic on VLAN 20 (101.20.0/24). WiFi is 
permitted at this location. The exhibits show the Authorized SSID Template, other 
Authorized WLAN Policy settings, and the Intrusion Prevention Policy for the 
location. What does RF Manager have its sensors do? 

A. quarantine the AP only. 
B. quarantine the client only. 
C. take no action against either device. 
D. quarantine both the AP and the client. 

Answer: A 
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