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QUESTION: 44 
A network administrator  acquires a new HP Comware switch from HP with the 
factory default settings. The network administrator  logs into the  console  port 
and configures the following information: 
user-interface aux0 
quit 
super password level 0 simple hp0 super password level 1 simple hpl super 
password level 2 simple hp2 super password level 3 simple hp3 
What happens the next time the network administrator logs into the console? 

A. The network administrator is immediately taken to level 3 with no password 
prompted.  
B. The network administrator must enter a password of hp3. 
C. The network administrator must perform the password recovery procedure 
because it was incorrectly configured. 
D. The network administrator must enter a password of hp0. 

Answer: B 

QUESTION: 45 

Refer to the network exhibit. 


Switch_A and Switch_B are HP Comware switches currently  in the same MSTP 
region with the following MSTP configuration: 
•  Region name: HP 
•  Revision number 1 
•  Instance 1:VLANs 10 and 11 
•  Instance 2: VLANs 12 and 13 
•  Instance 0: VLANs 1-9 and 14-4094 
MSTP is operating correctly on Switch_A and Switch_B. Switch_C and Switch_D 
are new Comware switches and have been added to the network. The links between 
the switches are trunks, where VLAN 1 is the PVID and all other VLANs are 
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permitted on the trunks.  The only STP command executed on the two new switches 
is stp enable. Based on this information, what is the resulting Layer 2 topology? 

A. All uplinks are blocked until the new switches have MSTP configured correctly. 
B. A Layer 2 loop will result, creating a broadcast storm, 
C. Only one uplink from each new switch will be utilized. 
D. Both uplinks from the new switches are utilized but load sharing is inefficient 

Answer: D 

QUESTION: 46 

Which console cable is used on an HP Comware switch?
 

A. cross-over 
B. Q rollover 
C. USB 
D. straight-through 

Answer: B 

QUESTION: 47 

Which FlexArchitecture component uses Virtual Connect in blade server systems?
 

A. FlexFabric 
B. FlexDataCenter 
C. FlexManagement 
D. FlexCampus 

Answer: A 

QUESTION: 48 
Which HP ProVision and HP Comware commands restore a configuration file from 
a TFTP server to the switches' flash? (Select two.)? 

A. copy tftp://10.1.1.1/config.cfg flash: 
B. restore tftp://10.1.1.1/startup-configuration config.cfg  
C. restore startup-configuration from 10.1.1.1 config.cfg  

23



 
 

 
 

 
 
 

 
 

 
 

 
 

D. copy tftp config config.cfg 10.1.1.1 config.cfg pc 

Answer: C, D 

QUESTION: 49 
Which Software-Defined Network (SDN) layer includes HP Provision and HP 
Comware switches? 

A. control 
B. infrastructure 
C. operational 
D. application 

Answer: B 

QUESTION: 50 
Which IRF configuration, in the correct order, includes the physical interfaces in an 
IRF port? 
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A. Option A 
B. Option B 
C. Option C 
D. Option D 

Answer: B 

Explanation: 
http://h20565.www2.hp.com/portal/site/hpsc/template.BINARYPORTLET/public/k 
b/docDisplay/res 
ource.process/?spf_p.tpst=kbDocDisplay_ws_BI&spf_p.rid_kbDocDisplay=docDis 
playResURL&javax. 
portlet.begCacheTok=com.vignette.cachetoken&spf_p.rst_kbDocDisplay=wsrp- 
resourceState%3DdocId%253Demr_na-c02648772- 
4%257CdocLocale%253D&javax.portlet.endCacheTok=com.vignette.cachetoken 
(Page 17) 
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