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QUESTION: 29  

A company requires wireless services at a mid-sized campus. Which advantage do 

Aruba Instant Aps (IAPs) provide for such an environment?  

 

 

A. They are plug-and-play unmanaged APs that automatically support secure WLAN 

settings.  

B. They operate as thin APs that are automatically discovered and controlled by a 

mobility controller.  

C. They are controlled from a single interface without requiring the deployment of a 

separate controller.  

D. They include an embedded version of Aruba AirWave that makes them easy to 

deploy and manage.  

 

 

Answer: A  

 

 

QUESTION: 30  

An Aruba Virtual Switching Framework (VSF) fabric has 10GbE interfaces assigned to 

its VSF link. The network administrator wants to change the link to use 40GbE 

interfaces. Which procedure follows the best practices and requirements to set up the 

VSF links?  

 

 

A. Shut down the standby member, remove the VSF link, and then re-create the link 

with only 40GbE interfaces.  

B. Add the 40GbE interfaces to the VSF link, and then remove the 10GbE interfaces 

from the link Create an LACP link aggregation on the 40GbE interfaces, and then add 

them to the VSF link.  

C. Create a second VSF link that uses the 40GbE interfaces, and then remove the first 

VSF link.  

 

 

Answer: A  

 

 

QUESTION: 31  

Which Aruba solution can push a configuration to a factory default device connected to 

the network?  

 

 

A. AirWave  

B. CloudVirtualization  

C. Virtual Switching Framework (VSF)  

D. Intelligent Management Center  

 

 

Answer: D  



QUESTION: 32  

Network administrators need to access an ArubaOS switch CLI remotely. How can the 

administrator ensure that all data passed between management stations and the switch is 

encrypted?  

 

 

A. Create an SSH key, enable SSH, and disable Telnet.  

B. Configure operator and manager passwords for Telnet access.  

C. Enable HTTPS access.  

D. Create local user accounts and enable command authorization.  

 

 

Answer: B  

 

 

QUESTION: 33  

Refer to the exhibit.  

 

  
 

Switch-1 and Switch-2 have the Virtual Switching Framework (VSF) settings shown in 

the exhibits. The administrator then connects the switches together on the interfaces in 

the VSF link. The administrator first enables VSF on Switch-1 and confirms the reboot. 

After Switch-1 reboots, the administrator enables VSF on Switch-2 and confirms the 

reboot.  What happens?  

 

 

A. Switch-1 and Switch-2 form a VSF fabric, and Switch-1 becomes the commander.  

B. Switch-1 and Switch-2 form a VSF fabric, and Switch-2 becomes the commander.  

C. Switch-1 and Switch-2 fail to form a VSF fabric, and all interfaces on both switches 

remain up.  

D. Switch-1 and Switch-2 form a VSF fabric, and all interfaces on Switch-1 are 

disabled.  

 

 

Answer: C  

 



QUESTION: 34  

What is a benefit of HPE Network Optimizer in an Aruba network?  

 

 

A. It enables network devices to automatically prioritize Microsoft Skype for Business 

traffic flows.  

B. It enables network administrators to detect wired and wireless denial of service (DoS) 

attacks.  

C. It enables APs to distribute clients to the optimal AP for each client connection.  

D. It enables device profile deployment for Lyne Hard Phones.  

 

 

Answer: A  
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