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QUESTION: 60    
Your customer has expressed interest in the Junos Fusion solution.Which two devices 
should be used in the design proposal as satellite devices for this solution? (Choose 
two.)    
 
 
A. EX4300    
B. QFX5100    
C. QFX10002    
D. EX4550    
 
 
Answer: A, B    
 
 
QUESTION: 61    
Your customer has a high priority application housed within a corporate headquarters 
data center and two regional data centers. The customer cannot afford to provide 
individual data circuits to each location. The customer requires an end-to-end CoS 
architecture that will minimize over-subscription in the access switch.    
Which three CoS components will meet the customer’s requirements? (Choose three.)    
 
 
A. CoS rewrite rules    
B. standard flow control    
C. code-point aliases    
D. priority flow control    
E. explicit congestion notification    
 
 
Answer: A, D, E    
 
 
QUESTION: 62    
You are adding a QFX5100 edge switch into an existing network. You want to use a 
multichassis link aggregation group on your uplink ports to increase the resiliency of 
your network. In which scenario would this be appropriate?    
 
 
A. when your uplink connects to a pair of MX960s in a Virtual Chassis    
B. when your uplink connects to a pair of SRX5800s configured in active/active mode    
C. when your uplink connects into a pair of QFX5100s in a Virtual Chassis Fabric    
D. when your uplink connects into a pair of QFX5100s in a Clos IP network    
 
 
Answer: B    



QUESTION: 63    
A customer with five data centers spread around the world uses MPLS L2VPNs to 
provide point-to-point Data Center Interconnects between them in a full-mesh network. 
Anticipating growth to 20 data centers, this solution will not reasonably scale to that 
requirement. What are three advantages of using MPLS EVPN in this scenario? (Choose 
three.)    
 
 
A. EVPN-based interconnects provide for local proxy ARP/ND resolution.    
B. EVPN-based interconnects provide for MAC learning in the control plane.    
C. EVPN-based interconnects provide for static configuration that does not require a 
dynamic routing protocol.    
D. EVPN-based interconnects provide for point-to-multipoint connectivity.    
E. EVPN-based interconnects provide for lower transmission latency.    
 
 
Answer: A, B, E    
 
 
QUESTION: 64    
You must make certain that your server traffic is load balanced across redundant 
connections to your access layer in a traditional three-tier architecture. You must also 
ensure that an access switch failure does not affect reachability to your servers.    
In this scenario, which action would you perform to complete this task?    
 
 
A. Use LAG and establish a connection to a single access switch that is a member of a 
Virtual Chassis.    
B. Use LAG and establish two connections to two different access switches.    
C. Use MC-LAG and establish a connection to two different access switches in the same 
Virtual Chassis.    
D. Use MC-LAG and establish a connection to two different access switches.    
 
 
Answer: D    
 
 
QUESTION: 65    
Which statement is true about the upgrade process of a Junos Fusion system?    
 
 
A. The Junos OS version will match on all devices of the Junos Fusion system.    
B. The Junos OS version will only be upgraded on the aggregation devices.    
C. The Junos OS on the aggregation and satellite devices must be upgraded individually.    
D. Junos OS on the satellite devices is automatically upgraded as part of the process.    
 



Answer: D 
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