
JN0-1301
Juniper

Juniper Networks Certified Design Specialist Data 
Center JNCDSDC

https://killexams.com/pass4sure/exam-detail/JN0-1301



 

 

QUESTION:  59 

What is a characteristic of VRRP? 

 

 

A. VRRP routers must communicate over a direct connection. 

B. VRRP participating routers all act as active gateways. 

C. VRRP provides high availability for a host’s default gateway. 

D. VRRP routes must communicate over a common switch.  

 

 

Answer: C 

 

 

QUESTION:  60 

Click the Exhibit button. 

 

 
 

Referring to the exhibit, you want the vSRX device to inspect inter-VM traffic. Which 

two actions must you take to accomplish this task? (Choose two.) 

 

 



A. You must put the connections between the VMs and the vSRX device in separate 

VLANs. 

B. You must put the connections between the VMs and the vSRX device in separate 

vSwitches. 

C. You must put the connection between the VMs and the vSRX device in the same 

VLAN. 

D. You must put the connection between the VMs and the vSRX device in the same 

vSwitch.  

 

 

Answer: A, B 

 

 

QUESTION:  61 

Which two statements about data center design are correct? (Choose two.) 

 

 

A. The most efficient traffic flow pattern is 50% east-west and 50% north-south. 

B. A data center that provides hosted services should scale based on customer demands. 

C. A multitier design provides better performance as the number of applications increase. 

D. An application may query several resources in response to a single user request.  

 

 

Answer: B, D 

 

 

QUESTION:  62 

Which devices are recommended by Juniper Networks as edge routers in a data center? 

 

 

A. EX Series 

B. QFX Series 

C. MX Series 

D. CTP Series  

 

 

Answer: C 

 

 

QUESTION:  63 

Your data center uses a Virtual Chassis Fabric. The ToR switches have 48 ports and each 

rack supports 20 servers. Each server has two ports that are configured as a LAG. 

You need to implement link level redundancy but you cannot use two ports on the same 

device for this redundancy. Which type of connection should you use to complete this 

task? 

 



A. MC-LAG 

B. RTG 

C. LAG 

D. ESI  

 

 

Answer: C 

 

 

QUESTION:  64 

Which protocol is used on the VPCs of a Virtual Chassis Fabric? 

 

 

A. IEEE 802.1BR 

B. MPLS 

C. VCCP 

D. IS-IS  

 

 

Answer: C 

 

 

QUESTION:  65 

You are implementing a Virtual Chassis Fabric using QFX5110 devices. 

Which two statements are true in this scenario according to Juniper Networks 

recommendations? (Choose two.) 

 

 

A. Spine devices must assume the CK role. 

B. Leaf devices must have a direct link to all other leaf devices. 

C. Spine devices must assume the line card role. 

D. Leaf devices must have a direct link to all spine devices.  

 

 

Answer: A, D 
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