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QUESTION: 161 
You are using certificates for IPsec VPNs and want the SRX Series device to verify 
that the certificates are valid. When configuring the SRX device, which protocol is 
supported for retrieving the CRL? 

A. RADIUS 
B. TACACS+  
C. LDAP 
D. FTP 

Answer: C 

QUESTION: 162 
You initiated the installation of the attack database. The system indicates that it will 
run asynchronously and returns you to a command prompt in the CLI. You want to 
know if the installation has completed. Which command do you run to confirm this? 

A. Request security idp security-package install status 
B. Request system software idp security-package install status 
C. Request security idp security-package download status 
D. Request security idp security-package install 

Answer: A 

QUESTION: 163 

How many components can a compound attack object contain? 


A. 8 
B. 16 
C. 24 
D. 32 

Answer: D 

QUESTION: 164 
You want out-of-band management traffic to be separated from the transit traffic going 
through an SRX chassis cluster. Which two must you implement to meet this 
requirement? (Choose two.) 

A. Put fxp0 in a routing instance named mgt-vr. 
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B. Leave fxp0 in the main instance, inet.0. 
C. Put all transit interfaces in a routing instance named transit-vr. 
D. Leave all transit interfaces in the main instance, inet.0. 

Answer: B, C 

QUESTION: 165 
You have configured several new security policies on your SRX Series device, and 
they are ready to be committed. The device is running in a live network and you are 
concerned that any configuration errors will affect traffic. How would you deal with 
this challenge? 

A. Use the test policy feature. 
B. Use the match-policies feature. 
C. Use the commit check feature. 
D. Use the commit confirmed feature. 

Answer: B 

QUESTION: 166 

What can cause a node in an SRX Series chassis cluster to be in the disabled state?
 

A. One of the nodes has no power. 
B. The control link between the two nodes has gone down, but the fabric link is still 
up. 
C. The configuration on the SRX Series device was set to disable a node permanently. 
D. Both the control and fabric links between the two nodes have gone down. 

Answer: B 

QUESTION: 167 
Click the exhibit. 
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The exhibit contains the full routing-instances and interface configuration present on 
your SRX Series device. Customer A hosts are attached to the ge-0/0/3 interface and 
belong to the 10.0.0.0/24 network. Customer B hosts are attached to the ge-0/0/4 
interface and belong to the 20.0.0.0/24 network. Assume the appropriate security 
configuration is in place. Which statement is correct when a host with the IP address 
10.0.0.100 pings a host with the IP address 20.0.0.100? 

A. The SRX Series device will drop the packets because interface routes are not shared 
within a rib-group. 
B. The SRX Series device will drop the packets because filter-based forwarding is not 
configured. 
C. The SRX Series device will forward the traffic because filter-based forwarding is 
configured. 
D. The SRX Series device will forward the traffic using the logical tunnel interfaces. 

Answer: D 

QUESTION: 168 
A security alert has been issued for an application running on your network that 
exploits a buffer overflow to compromise the application. The security alert specifies 
that initial client-to-server communication will contain the string "~\hack-app\", 
followed by the string "\&&-phase-2//" or the string "\bad\7string". Which type of IPS 
custom signature is required to block the traffic? 

A. a signature attack object for each of the specified strings 
B. a compound attack object 
C. a protocol anomaly attack object 
D. a regular expression matching the identified strings 

Answer: B 

QUESTION: 169 
You are asked to configure an IPsec tunnel to securely connect from the headquarters 
office to a remote office. You are required to use ESP and to disable NAT traversal 
between offices. What will accomplish this task? 

A. set security ipsec vpn vpn-name ike no-nat-traversal 
B. set security ike no-nat-t raversal 
C. set security ike gateway gateway-name no-nat-traversal 
D. set security ipsec no-nat-traversal 

Answer: C 
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