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D. An OSPF adjacency is flapping. 

 

 

Answer: C, D 

 

 

QUESTION: 44 

You use static routes for connectivity to the ISP. Your ISP recently switched to 

using different links for multicast and unicast traffic. Following the change, users in 

your company were unable to receive multicast traffic through the ISP. What must 

you configure on your router to reestablish multicast connectivity to your ISP? 

 

 

A. Add a static default route to the ISP in the inet.2 routing table. 

B. Add the default-rpf-interface parameter under the [edit routing-options multicast] 

hierarchy. 

C. Add the upstream-interface parameter under the [edit protocols pim] hierarchy. 

D. Disable PIM on the interface used for unicast traffic. 

 

 

Answer: A 

 

 

QUESTION: 45 

-- Exhibit -- 

user@switch# show vlans ws { 

vlan-id 23; interface { ge-0/0/12.0; ge-0/0/6.0; 

} 

dot1q-tunneling; no-mac-learning; 

} 

-- Exhibit -- 

Click the Exhibit button. 

Referring to the exhibit, an administrator notices that all traffic is flooded out of all 

the ports in VLAN ws. What would cause this problem? 

 

 

A. no-mac-learning is enabled on the interface. 

B. Spanning tree is disabled. 

C. dot1q-tunneling is enabled on the VLAN. 

D. Unicast destinations are flooded out of all ports. 

 

 

Answer: A 

 

 

QUESTION: 46 

-- Exhibit – 

 



 
 

-- Exhibit -- 

Click the Exhibit button. 

On R1, the interface fe-0/0/1 is assigned to the default routing instance and fe-0/0/2 

is assigned to a virtual router instance named VR-1. Referring to the exhibit, the 

static route 200.200.200.200/32 is missing from the routing table of the default 

routing instance. What should you do on R1 to resolve this problem? 

 

 

A. Configure a static ARP entry for address 70.1.1.1. 

B. Change the instance type on VR-1 to forwarding. 

C. Create a RIB group to import the direct route 70.1.1.0/24 to both the default 

instance and the VR-1 instance. 

D. Configure an import policy to import the route 200.200.200.200/32 to the VR-1 

instance. 

 

 

Answer: C 

 

 

QUESTION: 47 

-- Exhibit – 

 



 
 

-- Exhibit -- 

Click the Exhibit button. 

You are troubleshooting an OSPF adjacency problem between R1 and R2. 

Referring to the exhibit, what is causing this OSPF adjacency problem? 

 

 

A. There is a hello interval mismatch. 

B. There is a dead interval mismatch. 

C. There is an MTU mismatch. 

D. There is an LSA refresh timer mismatch. 

 

 

Answer: C 

 

 

QUESTION: 48 

-- Exhibit – 

 



 
 

-- Exhibit -- 

Click the Exhibit button. 

You are asked to configure a multihop EBGP peering to a loopback address of your 

ISP. The peering does not establish, and the ISP has verified that the settings are 

correct on their side. Referring to the exhibit, what is causing the problem? 

 

 

A. The peer-as parameter is misconfigured. 

B. The local-address parameter is misconfigured. 

C. The static route is misconfigured. 

D. The neighbor parameter is misconfigured. 

 

 

Answer: C 

 

 

QUESTION: 49 

You add a multicast source to a network. The source's DR sends register messages 

to the RP However, multicast clients are not able to receive traffic from the source. 

What are two causes of this problem? (Choose two.) 

 

 

A. A reject policy is configured on the designated router. 

B. The RP did not receive a PIM join message for the group specified. 

C. A reject policy is configured on the RP. 

D. The designated router must send a null register message to the RP. 

 



Answer: B, C 

 

 

QUESTION: 50 

Referring to the exhibit, the prefix 3.3.3.3/32 is not in R1 's routing table. Which 

two configuration changes on R2 would resolve the problem? (Choose two.) 

 

 
 

Exhibit 



 
 

 

A. Option A 

B. Option B 

C. Option C 

D. Option D 

 

 

Answer: B, C 



QUESTION: 51 

-- Exhibit -- policy-options { 

policy-statement accept-static { from protocol static; 

then accept; 

} 

} 

-- Exhibit -- 

Click the Exhibit button. 

The policy shown in the exhibit is deployed on a router and used as the only BGP 

export policy. The router is sending only one BGP route to its peers. However, 

when you run the CLI command test policy accept-static 0.0.0.0/0, the policy 

matches thousands of routes. Which statement explains this discrepancy? 

 

 

A. All policies have an implicit then accept final term. 

B. The default policy for BGP is to reject all routes. 

C. The default policy for the test policy command is to accept all routes. 

D. The test policy command always shows all routes, regardless of whether they 

match the policy, when you use the 0.0.0.0/0 argument. 

 

 

Answer: C 

 

 

QUESTION: 52 

-- Exhibit -- 

user@router> show route protocol bgp detail 

inet.0: 20 destinations, 20 routes (19 active, 0 holddown, 1 hidden) 

10.222.1.3/32 (1 entry, 1 announced) 

*BGP Preference: 170/-101 Next hop type: Indirect Address: 0x15ec944 

Next-hop reference count: 3 Source: 1.1.1.1 

Next hop type: Router, Next hop index: 536 Next hop: 1.1.1.1 via ge-0/0/1.0, 

selected Protocol next hop: 1.1.1.1 

Indirect next hop: 14081d0 262142 State: 

Local AS: 65222 Peer AS: 65221 

Age: 2:12 MetriC. 1 Metric2: 0 Task: BGP_65221.1.1.1.1+56417 

Announcement bits (2): 0-KRT 4-Resolve tree 1 AS path: 65221 I 

Communities: no-advertise Accepted 

Localpref: 100 

Router ID. 10.222.1.1 

-- Exhibit -- 

Click the Exhibit button. 

You are troubleshooting a problem where an EBGP route is not being advertised to 

your local IBGP peers. You have received a 10.222.1.3/32 route from an EBGP 

peer as shown in the exhibit, but the route is not being advertised. What is causing 

the problem? 

 

 



A. The route shows as a hidden route and cannot be advertised. 

B. The next hop for the route is indirect and prevents the route from being 

advertised. 

C. The community prevents the route from being advertised. 

D. The local preference value is too high for the route to be advertised. 

 

 

Answer: C 
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