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C. Static Routes 

Answer: A 

Global Priority Rank options are available from within the Routing Options menu within
 
Voyager - Verified under IPSO 3.8
 

QUESTION: 91
 
What routing protocol is based on the Bellman-Ford Algorithm (Choose One):
 

A. IS-IS 
B. BGP 
C. IGRP 
D. RIP 
E. OSPF 

Answer: D 

Explanation: 
RIP or Routing Information Protocol is based on the Bellman-Ford Algorithm and uses a
 
hop count to calculate distance and path taken.
 

QUESTION: 92
 
What is the correct address for Nokia's support website (Choose one):
 

A. http://www.nokia.com/support 
B. http://www.nokia.com 
C. http://support.nokia.com 
D. http://www.checkpoint.com/nokia 

Answer: C 

http://support.nokia.com is the correct URL for entering support tickets and getting 
information from the Nokia Knowledgebase. 

QUESTION: 93 
What Checkpoint tool is used to create a security policy by defining a rulebase (Choose 
one): 
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A. Element manager 
B. Rulebase editor 
C. Fw Rulebase 
D. Policy Editior 

Answer: D 

The Policy editor is used to define the security policy, which is in turn pushed to the 
enforcement modules. 

QUESTION: 94 
What is true of logical names when setting up interfaces from within Voyager (choose 
one): 

A. The logical name must have no spaces within the name itself 
B. The physical and logical names must match 
C. The logical name must be different from the physical name 
D. Both logical and physical names must contain capitals 

Answer: A 

You can't have any spaces within the name, an example of a correct logical name would
 
be eth-s1-p1
 

QUESTION: 95
 
What is the name given to the startup configuration set within a NAP (choose one):
 

A. Running 
B. Startup 
C. Default 
D. Initial 

Answer: D 

The initial configuration /config/db/initial is the correct answer in this case. This
 
contains all settings applied and saved within voyager.
 

QUESTION: 96
 
What does SSL stand for (choose one):
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A. Secure Services Later 
B. Secure Sockets Layer 
C. Secure Systems Layer 
D. Standardized Services Layer 

Answer: B 

SSL stands for Secure Sockets Layer, also known as Transport Layer Security TLS 

QUESTION: 97
 
You have a scenario where two Nokia IP Firewalls are participating in a VRRP pair.
 
The master begins to state a priority of 0. What does this mean: (Choose two)
 

A. VRRP has failed on both firewalls. Intervention is required 
B. The backup firewall is no longer participating in VRRP 
C. The master firewall is not longer participating in VRRP 
D. This will begin an election process to decide a new master 

Answer: C, D 

A priority value of 0 has special meaning. It indicates that the current master is no 
longer controlling the VIP (Virtual IP Address) of the VRRP pair. IPSO uses this as a 
special message to trigger a new election process deciding which NAP will be the 
Master - Syngress - Nokia Security Solutions Handbook - P319 
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