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Question: 79

What is LIF?
A. a logical internet file
B. a logical inventory file
C. a logical interaction file
D. a logical interface

Answer: D

A LIF (logical interface) is an IP address or WWPN with associated characteristics, such as a role, a home port, a home node, a list of ports to fail
over to, and a firewall policy. You can configure LIFs on ports over which the cluster sends and receives communications over the network.
Reference: Clustered Data ONTAP 8.3, Network Management Guide, page 54
Question: 80

You are installing a 4-node cluster with two CN1610 switches. Your co-worker is setting up the switches, but accidentally deletes the current
configuration.
According to NetApp, what is the recommended way to restore the configuration?
A. Install only one switch.
B. Manually configure the ports as they are designated in the CN 1601 and CN 1610 Switch Setup and Configuration Guide.
C. Reload the same reference file to the switch.
D. Copy the configuration from a switch that is working.
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Question: 81

Which switch vendor is supported for the cluster network switches?
A. Juniper Networks
B. Cisco
C. Brocade
D. Hewlett-Packard

Answer: B

Cisco Nexus 50×0 switches can be deployed as NetApp cluster network switches.
Reference: How to setup and configure the Cluster Network Switch
https://kb.netaDp.com/suDPort/index?paae=content&id=1Q12684&locale=en US
Question: 82

According to NetApp, which two scenarios are recommended for a RAID-DP aggregate in clustered Data ONTAP 8.3? (Choose two.)
A. three or more disks if it is a data aggregate
B. three or more disks if it is a root aggregate
C. two or more disks if it is a root aggregate
D. five or more disks if it is a data aggregate

Answer: BD

The minimum number of disks in a RAID-DP group is three: at least one data disk, one regular parity disk, and one double-parity (dParity) disk.
However, for non-root aggregates with only one RAID group, you must have at least 5 disks (three data disks and two parity disks).
Reference: Clustered Data ONTAP 8.3, Physical Storage Management Guide, page 108
https://librarv.netapp.com/ecm/ecm_download_file/ECMP1636022
Question: 83
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Regarding clustered Data ONTAP 8.3, what happens to the roles of the on board ports, HBAs, and NICs?
A. These roles are assignet when LIFs are created.
B. These roles are assigned based on the controller type.
C. These roles are predefined and must be changed before creating your LIFs.
D. The roles are divided into two categories: Data Management and Node Management.

Answer: A

In earlier releases of Data ONTAP, default roles were assigned to each Ethernet network port. The roles included data, cluster, cluster management,
intercluster, and node management. In Data ONTAP 8.3, these roles are assigned when LIFs are created.
Reference: Clustered Data ONTAP 8.3, Network Management Guide, page 7
Question: 84

What is the next step if you must escalate an open case?
A. Upload the support case and core data files to NetApp Suport and to Engineering.
B. Clustered Data ONTAP triggers the AutoSupport mechanism automatically again.
C. Call NetApp Support and ask to speak to the duty manager.
D. Call NetApp Support and open a new case.

Answer: C

If at anytime you wish to have your case escalated please call the TSC Hotline number and ask to speak to the duty manager.
Reference: Technical Support Escalation and Priority Definitions
https://mvsupport.netapp.com/info/web/ECMP1132185.html
Question: 85

Which three types of interface groups are supported on NetApp storage systems? (Choose three.)
A. single mode
B. HA interconnect
C. IPspaces
D. static multimode
E. dynamic multimode

Answer: ADE

You can create three different types of interface groups on your storage system: single-mode, static multimode, and dynamic multimode interface
groups
Reference: Types of interface groups
https://librarv.netaPD.com/ecmdocs/ECMPri96907/html/GUID-EFA72201-E035-41 E2-AC53-CD81A472B5ED.html
Question: 86

You have just configured the customer’s first SVM with a LIF IP 10.0.0.10/24. The customer’s DNS IP address is 172.16.0.250 and you are unable
to ping it from the NetApp storage system, but you are able to ping the gateway and everything else works.
In this scenario what is the problem?
A. You need to have the DNS server on the same subnet as the LIF IP address.
B. You need to add a static gateway to the LIFs routing group.
C. You need to have the customer check the cable.
D. You need to add an IPspace and domain broadcast to the port.

Answer: D

A broadcast domain resides in an IPspace, and it contains a group of network ports, potentially from many nodes in the cluster, that belong to the
same layer 2 network.
The ports in the group are used in an SVM for data traffic.
Reference: Clustered Data ONTAP 8.3, Network Management Guide, page 8
Question: 87

What happens to the NTP configuration in clustered Data ONTAP 8.3 when a node joins a cluster?
A. A node that joins a cluster has a separate NTP service.
B. A node that joins a cluster automatically adopts the NTP configuration of the cluster.
C. A node that joins a cluster must be manually configured in the NTP.
D. A node that joins a cluster must reboot before running the NTP service.



Answer: B

A node that joins a cluster automatically adopts the NTP configuration of the cluster.
Reference: How to configure and troubleshoot NTP on clustered Data ONTAP 8.2 and later using CLI
https://kb.netapp.com/support/index?paqe=content&id=l 014787
Question: 88

You are assigned to install five DS2246 with twenty-four 400 GB SSDs per shelf to a single node system.
According the NetApp, which statement is correct?
A. You cannot install five SSD shelves to one System.
B. You need at least two stacks,
C. You need at least three stacks.
D. You can put all shelves in one stack.

Answer: D

Up to 10 shelves are supported per stack for the DS2246, so we one stack is enough as we only have five shelves (DS2246s).
Reference: Making the Move from FC to SAS Storage
http://www.netapp.com/as/communities/tech-ontap/tot-fc-sas-1101 -as.aspx
Question: 89

You want to create a data volume on aggr0 and you receive a message with the following warning:
"Warning: You are about to create a volume on a root aggregate. This may cause severe performance or stability problems and therefore is not
recommended. Do you want to proceed?
What is the reason for this severe performance or stability problem?
A. Controller failover and storage failover are separate processes that must occur in parallel, otherwise problems will arise.
B. The performance load generated by the data volume can be very strong, so it should not be shared with vol0 on aggr0, requiring a
separate aggregate for it.
C. The performance load generated by the vol0 cannot be shared with any other volume on aggrO, requiring a dedicated aggregate for it.
D. Controller failover and storage failover are separate processes that must occur at different times, otherwise problems will arise.

Answer: B

One possibly cause is Disk I/O contention on the data volume.
The root volume in Cluster-Mode is used to store and update various tables of the replicated database. Crucial information regarding the locations
of LIFs, volumes, aggregates, and different jobs required to run in the cluster are stored in these tables. If a root aggregate has very busy data
volumes, the disks in the aggregate will experience higher latency. When a node is unable to update its copy of the replicated database fast enough,
it will consider itself unhealthy and stop serving all the data until it can catch up. This is extremely disruptive and affects all the volumes on the
node, even if the cause is related to the data volumes stored on the root aggregate only.
Reference: Why is a warning displayed when attempting to create one or more data volumes in the root aggregate in Data ONTAP Cluster-Mode?
https://kb.netaPD.com/support/index?id=3013563&Daae=content&locale=en_US
Question: 90

You have completed a clustered Data ONTAP installation for a new customer. You are now ready to hand off the system to the customer
Which three actions should you take at this stage in the installation process? (Choose three.)
A. Show the customer how to open a case with NetApp Support.
B. Demonstrate System Manager and its functionality.
C. Tell the customer to call their sales representative if there are further questions.
D. Tell the customer you are finished and then leave the site.
E. Show the customer how to set up a support account.

Answer: ABE
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