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For FAS 270C, what are the cfmodes supported from Data ONTAP 7.1 onwards? 

A. dual_fabric only 
B.   dual_fabric and single_image 
C. dual_fabric and partner 
D. dual_fabric and standby 

Answer: B 

QUESTION: 91
 
ACME Corporation is in the midst of deploying several applications over Fibre Channel. A
 
single NetApp volume will host three 100GB LUNs. The customer will not be using snapshots.
 
Select the minimum volume size required.
 

A.  100GB 
B.  300GB 
C. 600GB 
D. 660GB 

Answer: B 

QUESTION: 92 
What would you use to share a data LUN among mulitple servers where each server has 
simultaneous write access? 

A.   host-based clustering 
B.   host-based multipathing 
C. host-based volume manager 
D. host-based clustered file system 

Answer: D 

QUESTION: 93 
ACME Corporation has five LUNs in a volume, with snapshots for the last three days. One LUN 
has become corrupted and needs to be restored. The LUN can be restored using SnapRestore 
while the other LUNs are still online. (True or False?) 
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A.  True 
B.  False 

Answer: A 

QUESTION: 94 
The customer requires a 100GB LUN.  On average his data changes 10GB (10%) every day.  The 
customer plans to take a snapshot at midnight every night. What is the minimum useable space 
required in the volume to hold the LUN and seven snapshots, and guarantee that a write would 
never fail due to lack of space? 

A.  150GB 
B.  170GB 
C. 270GB 
D. 370GB 

Answer: C 

QUESTION: 95
 
Determine the appropriate FC switch topology based on the diagram below.
 

A.   core-edge 
B.   partial ring 
C.   partial mesh 
D. partial cascade 
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Answer: C 

QUESTION: 96 
When zoning by World Wide Node Name (WWNN) is deployed and a host HBA is replaced, no 
zone changes need to be made. (True or False?) 

A.  True 
B.  False 

Answer: B 

QUESTION: 97 
Which command will display the average service time on a per FC target port basis every 5 
seconds? 

A.  sysstat -1 5 
B.  sysstat -f 5 
C. fcp stats -1 5 
D. lun stats -1 5 

Answer: C 

QUESTION: 98 
If you plan to use the HBA for SAN booting, which utility must you use to configure the LUN as 
a boot device? 

A. Operations Manager 
B.   HBA management utility LightPulse 
C. Fabric Manager 
D. HBA BootBIOS 

Answer: D 

QUESTION: 99 
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Before installing SnapDrive, which THREE tasks have to be completed? (Choose three.) 

A. You must change the administrator path on the server. 
B.   You must establish a SnapDrive service account. 
C.   You must install the host attach kit. 
D. You must enable a CIFS license on the NetApp appliance. 

Answer: B, C, D 

QUESTION: 100 
NFS can access a mapped LUN on a NetApp solution for file read/write access. (True or False?) 

A.  True 
B.  False 

Answer: B 

34



For More exams visit https://killexams.com/vendors-exam-list

Kill your exam at First Attempt....Guaranteed!


