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What is the minimum number of power cable(s) that must be connected to power up a 16-
core POWER 570 without errors in the managed frame? 

A. 1 
B. 2 
C. 4 
D. 8 

Answer: D 

QUESTION: 39 
How should a customer verify that the network speed, duplex setting, and external network 
hardware are configured correctly? 

A. cp a big file to a remote filesystem mounted using nfs 
B. dd a big file and pipe to a rsh or ssh dd to the remote /dev/null 
C. ftp in binary mode to the remote system and send a big file to /dev/null then get the big 
file from /dev/null 
D. ftp in binary mode to the remote system and use dd from /dev/zero to /dev/null. Then do 
the reverse when connected to the remote system 

Answer: D 

QUESTION: 40 
A decision board in a pharmaceutical company directs that security on servers must be at 
the strongest level possible. One of the requests is "Can the password security be 
strengthened?" How can the system administrator fulfill this requirement? 

A. The encryption algorithm must be set at installation time. 
B. The encryption algorithm and all passwords must be changed. 
C. The encryption algorithm and the maximum password length must be changed. 
D. The encryption algorithm must be changed. The password store is updated 
automatically. 

Answer: B 

QUESTION: 41 
A customer has a 3 CEC POWER6 570 server with 12 CPUs and needs more CPU 
resources. The impact on the running system needs to be minimized. How should this be 
done? 
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A. Order a new CEC with the hot swap/hot attach MES feature. 
B. The 570 supports connecting a new CEC to the running system. 
C. They need to order a new system as their 570 is fully expanded. 
D. Connect the new CEC during off hours when the system can be taken down. 

Answer: B 

QUESTION: 42 
A system administrator has issued the following command updateios –dev /dev/cdO -install 
- accept What does "-accept" mean? 

A. Same as "-apply" 
B. Agreement with licenses 
C. Automatically commit changes 
D. Prevent unattended installation 

Answer: B 

QUESTION: 43 
A customer is trying to run an non-prompted installation of a mksysb on another partition 
using NIM, but was prompted for disk selection. What could be the origin of the problem? 

A. The mksysb was done saving maps. 
B. The mksysb was done with packing option. 
C. The mksysb was done while/opt was full. 
D. The mksysb has a different level than the spot one. 

Answer: A 

QUESTION: 44 
A customer has a fully redundant dual VIO server environment and is running AIX 6.1 with 
current system firmware. What must be done before upgrading VIO server in this 
environment? 

A. Remove interim fixes. 
B. Commit all interim fixes. 
C. Shut down all VIO server clients. 
D. Reboot VIO clients before upgrade. 
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Answer: A 

QUESTION: 45 
Which resource types are needed in order to restore an existing mksysb in unattended mode 
to a new VIO-client on the same frame than the mksysb originated from? 

A. spot, mksysb and bosinst_data 
B. lpp_source, mksysb, bosinst_data 
C. lpp_source, image_data and mksysb 
D. lpp_source, spot, mksysb, image_data 

Answer: A 

QUESTION: 46 
A customer has a Power 570 and has sent the following vmstat output to analyze:r b avm 
fre re pi po fr sr cy in sy cs us sy id wa pc ec 0 0 70722 10604 0 0 0 0 0 0 2 58 145 0 1 99 0 
0.01 1.4 0 0 70722 10604 0 0 0 0 0 0 6 14 142 0 1 99 0 0.00 1.0 0 0 70722 10604 0 0 0 0 0 
0 1 29 149 0 0 99 0 0.00 0.90 0 70722 10604 0 0 0 0 0 0 9 106 174 0 1 99 0 0.01 1.31 0 
70722 10604 00000029 147 01 99 0 0.01 1.1What should be recommended to the 
customer? 

A. The system needs additional CPU. 
B. The system needs additional memory. 
C. The system needs additional network cards. 
D. The system doesn't need additional hardware. 

Answer: D 
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