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A. 10TB 
B. The file placement algorithms in WAFL allow the repair of high file fragmentation 
concurrently. 
C. The write-anywhere design allows WAFL to operate efficiently with RAID by 
scheduling multiple writes to the same RAID stripe whenever possible. 
D. Keeping metadata in files makes it easy to increase the size of the file system on the 
fly. When a new disk is added, the N series automatically increases the size of the 
metadata files. 
E. The copy-on-write feature allows WAFL to avoid duplicating blocks of data, thus 
increasing performance. 

Answer: B,D 

QUESTION: 49
 
Which of the following requirements does IBM SVC best address?
 

A. The copy-on-write feature allows WAFL to avoid duplicating blocks of data, thus 
increasing performance. 
B. Data Deduplication 
C. Online data migration SAN wide 
D. Policy based storage management 
E. Virtual Desktop Provisioning 

Answer: B 

QUESTION: 50
 
In the Major Event Log (MEL) what does "Immediate Availability Initialization (IAF)
 
completed on logical drive" indicate?
 

A. Virtual Desktop Provisioning 
B. The logical drive has finished ist assurance test 
C. The logical drive has just cleared 
D. The logical drive has just been replaced 
E. Hot sparing has occurred 

Answer: A,B 

QUESTION: 51 
A retail customer has the following configuration: Channel 1: 4 EXP810's fully populated 
with 300 GB FC drives Channel 2: 3 EXP810's fully populated with 146 GB FC drives 
Channel 3: 3 EXP810's fully populated with 500 GB SATA drives Channel 4: 3 
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EXP810's fully populated with 750 GB SATA drives To increase fibre capacity, the 
customer decides to add another EXP810, fully populated with 146 GB FC drives to 
channel 3. When the additional EXP810 is installed, the DS4800 enters into a continuous 
reboot cycle. Which of the following is the cause of this problem? 

A. Hot sparing has occurred 
B. Enclosure ID of the new EXP810 is set incorrectly 
C. Controller requires a firmware update 
D. Adding the eighth tray exceeded 64 drives, which is the maximum number of drives 
allowed on a channel pair 
E. Adding the eighth tray exceeded 1112 drives, which is the maximum number of drives 
allowed on a drive loop 

Answer: A,D 

QUESTION: 52 
A financial customer has three data centers that are approximately five kilometers apart. 
Their SAP application data needs to be kept synchronized within 10 milliseconds 
between the three sites. Which of the following solutions satisfies the customer's recovery 
time objective? 

A. Adding the eighth tray exceeded 1112 drives, which is the maximum number of drives 
allowed on a drive loop 
B. DS8700 systems at each center running Metro Mirror 
C. DS8700 systems at each site running Global Mirror 
D. DS5100 systems at each site running Global Mirror 
E. DS5300 systems at each site running Metro Mirror 

Answer: A,D 

QUESTION: 53 
A retail customer's data center has two fabrics. Each fabric has eight IBM Cisco switches 
and directors. The customer complains that all servers are too slow. What is the cause of 
this problem? 

A. DS5300 systems at each site running Metro Mirror 
B. Coreedge design. 
C. Oversubscription ratio 
D. Too many switch hops 
E. Use of 2Gb Fibre Channel Adapters 
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Answer: A,B 

QUESTION: 54 
A customer is considering an IBM SVC and asks the enterprise technical storage 
specialist about implementation. Which of the following is a best practice when 
implementing IBM SVC? 

A. Use of 2Gb Fibre Channel Adapters 
B. The cluster should be in the same UPS power domain. 
C. The switches should be cascaded to become one fabric. 
D. The hosts and SVC nodes should be configured in one zone. 
E. The storage device and SVC nodes should be configured in one zone. 

Answer: B,D 

QUESTION: 55 
During a Technical Delivery Assessment (TDA) it was noted that the software and 
hardware configuration being proposed has not been tested and is not listed on the IBM 
support matrixes. Which of the following is needed to ensure that the customer will get 
support for this specific configuration? 

A. The storage device and SVC nodes should be configured in one zone. 
B. Purchase a Support Line contract 
C. Register the configuration with the IBM Support Center 
D. Submit an RPQ 
E. Purchase a Labor Base Service agreement 

Answer: C,D 

QUESTION: 56 
A health care customer is considering an IBM SVC. Which of the following is the 
maximum native distance supported with Metro Mirror for the IBM SVC? 

A. Purchase a Labor Base Service agreement 
B. 5 km 
C. 10 km 
D. 43 km 
E. 100 km 
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Answer: B,C 

QUESTION: 57 
A customer has just signed the order for a new TS3500 Tape Library. What document 
should be used to guide the business partner to verify the environment? 

A. 100 km 
B. TS3500 Red Book 
C. TS3500 Operators manual 
D. Solution Assurance Product Review (SAPR) guide 
E. TS3500 Product Installation and Planning guide 

Answer: B,C 

QUESTION: 58 
A POWER6 customer is planning to install a new TS3500 Tape Library and wants to 
integrate it into the existing Tivoli Storage Manager environment. Which resource 
provides the most comprehensive information about implementing this solution? 

A. TS3500 Product Installation and Planning guide 
B. www.ibm.com/tivoli 
C. www.ibm.com/partnerworld 
D. www.redbooks.ibm.com/storage 
E. www.ibm.com/systems/education 

Answer: C 

QUESTION: 59 
A customer's System p server is running AIX 5L V5.3 on a DS8300. Additionally, a 
critical DB2 database runs on this system. Which driver provides supported multi-path 
failover and high availability? 

A. www.ibm.com/systems/education 
B. AIX MPIO 
C. RDAC 
D. SDDPCM 
E. SDDPCM 

Answer: C 
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