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Answer: B 

QUESTION: 154 
The snmpinfo command can be used to obtain information about the current state of a running 
cluster. Which of the following will provide an administrator with a complete list of 
information from the cluster MIB? 

A. snmpinfo -m get -o /usr/es/sbin/cluster/hacmp.defs -v cluster 
B. snmpinfo -m dump -o /usr/es/sbin/cluster/hacmp.defs -v cluster 
C. snmpinfo -m get -o /usr/es/sbin/cluster/hacmp.defs -v clusterState.0 
D. snmpinfo -m dump -o /usr/es/sbin/cluster/hacmp.defs -v clusterState.0 

Answer: B 

QUESTION: 155 
A recommended PTF is released to resolve reliability issues with bos.net.tcp.server. A 
maintenance window has been scheduled to install the PTF on all nodes. In order to complete 
the maintenance, what are the next logical steps to be completed after the install of the PTF on 
all nodes? 

A. Test Ethernet fallover and bring all of the resource groups online. 
B. Upgrade the firmware on all Ethernet adapters and bring all of the resource groups online. 
C. Verify all necessary applications and resource groups are functioning properly and test 
Ethernet fallover on all nodes. 
D. Verify all necessary applications and resource groups are functioning properly and bring all 
of the resource groups online. 

Answer: C 

QUESTION: 156 
A new HACMP maintenance level has recently been released. An administrator is creating a 
project plan that is required for applying the updates for a three-node production cluster. To 
minimize downtime, what is the best way to accomplish the updates on all cluster nodes? 
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A. Perform a graceful takeover one node at a time and apply the updates. 
B. Perform the updates on all nodes simultaneously using C-SPOC utilities. 
C. Perform the updates one node at a time with the cluster software active. 
D. Perform a graceful stop of all cluster nodes and apply updates to all nodes. 

Answer: A 

QUESTION: 157 
An administrator has added an additional network adapter to each cluster node. The adapters 
have been configured and tested, and the /etc/hosts file has been updated. However, the 
adapters do not appear in the pick list when the administrator tries to define the adapters to 
HACMP. What would be required to correct this problem? 

A. Rerun autodiscovery. 
B. Synchronize the cluster. 
C. Restart cluster services. 
D. Delete and recreate the adapters. 

Answer: A 

QUESTION: 158 
A cluster node has a failed fibre adapter requiring the node to be halted to replace it. To 
minimize downtime, what is the appropriate method of performing this repair? 

A. Perform the clRGmove command to move the node's resources to another cluster node. 
B. Perform a graceful stop of the cluster, replace the adapter, and restart the cluster. 
C. Perform a force stop of the cluster node, replace the adapter, and restart the cluster. 
D. Perform a graceful takeover of the cluster, replace the adapter, and restart the cluster. 

Answer: D 

QUESTION: 159 
A customer has a cluster with nodes that support "hot swap" adapters. During an upgrade of 
the network infrastructure, an additional network adapter has been added to the nodes and 
configured in AIX. What is the next step required to add this adapter to HACMP? 
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A. Stop the node. 
B. Stop the cluster. 
C. Run autodiscovery. 
D. Configure the IP adapter. 

Answer: C 

QUESTION: 160 
During an internal IT organization planning session, it is decided that a new cluster node 
would enhance the performance of a distributed corporate application. Planning details have 
been assigned to the administrator. System outages are limited to one weekend per month; 
therefore, availability will be a key issue in the planning process. How much cluster downtime 
will need to be allocated for adding a new node? 

A. None, everything can be done with the cluster active. 
B. Minimal downtime will be required to import the volume groups. 
C. Several hours are required for testing before final synchronization. 
D. Minimal downtime will be required to connect and test the serial network. 

Answer: A 

QUESTION: 161 
A cluster script failed because it was unable to set the hostname, and the Cluster Manager 
reported the event failure. What must be done prior to using the "HACMP Problem 
Determination Tools" -> "Recover From Script Failure" to have the Cluster Manager resume 
cluster processing? 

A. Nothing, the "Recover From Script Failure" will correct the issue. 
B. Disable and re-enable the effected Ethernet adapter by using ifconfig. 
C. Correct the error by setting the hostname on the effected node from the command line. 
D. Verify that the clinfo daemon is running prior to executing the "recover from script 
failure". 

Answer: C 
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 QUESTION: 162 
An administrator is reviewing the /tmp/hacmp.out after an unsuccessful fallover and 
notices that the event stop_server PROD_DB failed. Besides manually intervening, what step 
must be performed to return the cluster to a stable state? 

A. Recover From HACMP Script Failure. 
B. Release Locks Set By Dynamic Reconfiguration. 
C. Rerun HACMP cluster verification and synchronization. 
D. Restore HACMP Configuration Database From Active Configuration. 

Answer: A 

QUESTION: 163 
During a cluster synchronization, an administrator inadvertently performs a ctrl 'C' causing the 
synchronization to fail. After restarting the resynchronization, the administrator notices a 
message stating that a previous dare operation has been detected. What is the best way to 
resolve this problem? 

A. Perform a 'Recover from HACMP Script Failure'. 
B. Perform a 'Release Lock Set By Dynamic Reconfiguration'. 
C. Perform a graceful stop & start of all cluster processing. 
D. Perform a 'Restore HACMP Configuration Database from Active Configuration'. 

Answer: B 
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