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D. One per egress point of the network 

Answer: D 

QUESTION: 63 

What is the preferred connection type for an RSA DLP Network Sensor?
 

A. TAP 
B. Serial 
C. SPAN Port 
D. Wireless 802.11c  

Answer: A 

QUESTION: 64 

What would be a reason to deploy an RSA DLP Network Sensor outside of a firewall?
 

A. The DLP Sensor will be more scalable outside the firewall 
B. The DLP Sensor will be more secure outside of the firewall 
C. The firewall does not lead to the public internet but to another internal network 
D. Placing the DLP Sensor outside firewall will make it less susceptible to DoS attacks 

Answer: C 

QUESTION: 65 

Which RSA DLP Network appliance requires the use of a third party proxy server? 


A. Sensor 
B. Controller 
C. Interceptor 
D. ICAP server 

Answer: D 

QUESTION: 66 
What step can you take to ensure that when scanning an Oracle database any committed 
transaction containing sensitive content are still monitored by RSA DLP? 
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A. Do not issue a checkpoint, which will ensure that committed transactions in memory 
are written to disk before the RSA DLP agent scans the tables 
B. Have the database issue a checkpoint to ensure that committed transactions in memory 
are written to disk before the RSA DLP agent scans the tables 
C. Have the database issue a checkpoint to ensure that committed transactions in memory 
are written to disk after the RSA DLP agent scans the tables 
D. Have the database issue a checkpoint to ensure that committed transactions in memory 
are not written to disk before the RSA DLP agent scans the tables 

Answer: B 

QUESTION: 67 

Where should an RSA DLP Network Interceptor be deployed within the network?
 

A. Between each DMZ 
B. Outside of the firewall 
C. At each network egress point 
D. The next hop after a corporate mail server 

Answer: D 

QUESTION: 68 
Which type of rule set within a content blade describes content that must be present for a 
violation match to occur? 

A. May Occur 
B. Must Occur 
C. Should Occur 
D. Should Not Occur 

Answer: B 

QUESTION: 69 

Which of the following is correct concerning RSA DLP Endpoint agents?
 

A. RSA DLP Endpoint agents are only installed on Site Coordinators 

20



 
 

 
 

 
 
 

 
 

B. RSA DLP Endpoint agents can only audit violations; they cannot perform other 
remediation actions 
C. RSA DLP Endpoint agents require a continuous connection to the corporate network 
to monitor and enforce policies 
D. RSA DLP Endpoint agents do not require a continuous connection to the corporate 
network to monitor and enforce policies 

Answer: D 

QUESTION: 70 
Where would you look for device status and software version information in the RSA 
DLP Enterprise Manager? 

A. Dashboard 
B. Admin > Status Overview  
C. Admin > Settings > Details  
D. Admin > Support > Details 

Answer: B 
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