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QUESTION 63
vyatta@vyatta:~$ show interfaces
Codes: S - State, L - Link, u - Up, D - Down, A - Admin Down Interface IP Address S/L Description
--------- ---------- --- -----------
eth0 172.24.42.51/24 u/u
eth1 192.168.101.1/24 u/u
eth2 192.168.12.1/24 u/u
eth3 192.168.13.1/24 A/D
lo 127.0.0.1/8
::1/128
vyatta@vyatta:~$

Based on the output, what is the problem with eth3?

A. The interface is not connected.
B. The switch port is set to a different speed than the Ethernet port.
C. The interface is connected, but has not discovered a valid MAC address.
D. The interface has been administratively disabled.

Correct Answer: D

QUESTION 64
Data is being transmitted from host A to host B.



If you were to view a frame at the point indicated in the exhibit, what would the source MAC address be?

A. 1122:3344:5566
B. 1122:3377:8899
C. 1122:33dd:eeff
D. ffee.dd11.2233

Correct Answer: B

QUESTION 65
Data is being transmitted from host A to host B.



If you were to capture a frame at the point indicated in the exhibit, what would the source MAC address be?

A. 1122:33aa:bbcc
B. 1122:3344:5566
C. 1122:3377:8899
D. ffee:ddcc:bbaa

Correct Answer: C

QUESTION 66
Data is being transmitted from host A to host B.



If you were to view a frame at the point indicated in the exhibit, what would the destination IP address be?

A. 10.1.1.1
B. 10.2.2.2
C. 10.3.3.1
D. 10.3.3.10

Correct Answer: D

QUESTION 67
vyatta@vyatta:~$ show dhcp server leases

IP address Hardware Address Lease expiration Pool Client Name ---------- ---------------- ---------------- ---- ----------- 10.224.7.40 00:04:f2:02:84:49
2013/06/22 17:46:20 ClientLAN 10.224.7.41 d4:be:d9:1b:ed:9e 2013/06/22 20:27:26 ClientLAN PC-HR-34

vyatta@vyatta:~$ show interfaces
Codes: S - State, L - Link, u - Up, D - Down, A - Admin Down Interface IP Address S/L Description



--------- ---------- --- -----------
eth0 192.168.200.254/24 u/u
eth1 192.168.100.1/24 u/u
eth2 10.224.7.1/25 u/u
eth3 172.24.42.1/24 u/u
lo 127.0.0.1/8 u/u
::1/128

Based on the output shown, which statement is true?

A. DHCP is configured on eth2.
B. PC-HR-34 is the first device connected to eth2.
C. The pool named ClientLAN has 11 total addresses.
D. The lease interval is 24 hours.

Correct Answer: A

QUESTION 68
vyatta@vyatta:~$ show dhcp server leases

IP address Hardware Address Lease expiration Pool Client Name ---------- ---------------- ---------------- ---- ----------- 10.224.7.40 00:04:f2:02:84:49
2013/06/22 17:46:20 ClientLAN 10.224.7.41 d4:be:d9:1b:ed:9e 2013/06/22 20:27:26 ClientLAN PC-HR-34

vyatta@vyatta:~$ show dhcp server statistics

pool pool size # leased # avail
---- --------- -------- -------
ClientLAN 11 2 9

vyatta@vyatta:~$

Based on the output shown, which statement is true?

A. The address lease interval is 24 hours.
B. 10.224.7.40 is the first address in the pool named Windows.
C. The pool named ClientLAN has 11 total addresses.
D. PC-HR-34 is connected directly to the vRouter.



Correct Answer: C

QUESTION 69
Your eth1 interface is connected to an ISP, but your user traffic is still not reaching the Internet.
You suspect a problem with the DHCP lease.

vyatta@vyatta:~$ show dhcp client leases
interface : eth1
ip address : 192.168.128.11 [Active]
subnet mask : 255.255.255.0
router : 182.168.128.2
name server : 192.168.128.2
dhcp server : 192.168.128.2
lease time : 86400
last update : Wed Jun 19 00:06:00 GMT 2013
expiry : Thu Jun 20 00:06:00 GMT 2013
reason : BOUND
vyatta@vyatta:~$

Which line in the output shows the problem?

A. ip address : 192.168.128.11 [Active]
B. router : 182.168.128.2
C. lease time : 86400
D. reason : BOUND

Correct Answer: B

QUESTION 70
vyatta@vyatta:~$ show dhcp client leases
interface : eth1



last update : Wed Jun 19 00:06:00 GMT 2013
reason : FAIL
vyatta@vyatta:~$

Based on the output shown, which two statements are true? (Choose two.)

A. Interface eth1 is configured to acquire an address through DHCP.
B. Interface eth1 has failed.
C. Interface eth1 is disconnected.
D. Interface eth1 does not have an IP address.

Correct Answer: AD

QUESTION 71
vyatta@vyatta:~$ show interfaces
Codes: S - State, L - Link, u - Up, D - Down, A - Admin Down Interface IP Address S/L Description
--------- ---------- --- -----------
eth0 172.24.42.52/24 u/u
eth1 192.168.12.2/24 u/u
eth2 192.168.23.2/24 u/u
eth3 192.168.128.2/24 u/u
lo 127.0.0.1/8 u/u
::1/128

vyatta@vyatta:~$ show dns forwarding nameservers
-----------------------------------------------
Nameservers configured for DNS forwarding
-----------------------------------------------
172.24.42.1 available via 'system'
216.134.160.13 available via 'system'

Based on the output shown, which two statements are true? (Choose two.)

A. The vRouter is forwarding DNS requests from users on interface eth0.
B. The vRouter is using system-configured DNS servers.
C. The vRouter is forwarding DNS requests on a round-robin basis.
D. DNS servers at 172.24.42.1 and 216.134.160.13 are responding to DNS requests.



Correct Answer: BD

QUESTION 72
vyatta@vyatta:~$ show dns forwarding statistics
----------------
Cache statistics
----------------
Cache size: 150
Queries forwarded: 20
Queries answered locally: 1
Total DNS entries inserted into cache: 58
DNS entries removed from cache before expiry: 0

---------------------
Nameserver statistics
---------------------
Server: 172.24.42.1
Queries sent: 20
Queries retried or failed: 0

Server: 216.134.160.13
Queries sent: 5
Queries retried or failed: 0

Based on the output shown, which two statements are true? (Choose two.)

A. The DNS forwarding cache is not full.
B. The vRouter only has two DNS servers available for DNS forwarding.
C. The server at 172.24.42.1 has a higher priority setting than the server at 216.134.160.13.
D. DNS servers at 172.24.42.1 and 216.134.160.13 are responding to DNS requests.

Correct Answer: AB



QUESTION 73
vyatta@vyatta:~$ show ip route
Codes: K - kernel route, C - connected, S - static, R - RIP, O - OSPF, I - ISIS, B - BGP, > - selected route, * - FIB route

S>* 0.0.0.0/0 [1/0] via 10.1.1.1, eth0
C>* 127.0.0.0/8 is directly connected, lo
S>* 192.168.12.0/24 [120/0] via 192.168.101.2, eth1 S> 192.168.12.0/24 [1/0] via 192.168.103.3, eth3

Referring to the exhibit, which three statements are true? (Choose three.)

A. Interface eth3 is administratively disabled.
B. The administrator has configured two static routes to network 192.168.12.0/24.
C. The route with the best administrative distance to network 192.168.12.0/24 is through eth3.
D. The route through eth1 is a floating static route.
E. Interface eth1 is administratively disabled.

Correct Answer: BCD

QUESTION 74
Your router has received a packet destined for host 192.168.12.2.

vyatta@vyatta:~$ show ip route
Codes: K - kernel route, C - connected, S - static, R - RIP, O - OSPF, I - ISIS, B - BGP, > - selected route, * - FIB route

S>* 0.0.0.0/0 [1/0] via 10.1.1.1, eth0
C>* 127.0.0.0/8 is directly connected, lo
O 192.168.12.0/24 [110/10] via 192.168.100.2, eth2, 01W1d21h S>* 192.168.12.0/24 [1/0] via 192.168.101.2, eth1
C 192.168.12.0/24 is directly connected, eth3
O>* 192.168.23.0/24 [110/20] via 192.168.12.2, eth2 01w1d21h

vyatta@vyatta:~$

Referring to exhibit, which route will be used to forward the packet?

A. S> 0.0.0.0/0 [1/0] via 10.1.1.1, eth1



B. S> 192.168.12.0/24 [110/10] via 192.168.100.2, eth2, 01w1d21h
C. S> 192.168.12.0/24 [1/0] via 192.168.101.2, eth1
D. O> 192.168.23.0/24 [110/20] via 192.168.12.2, eth2, 01w1d21h2

Correct Answer: C

QUESTION 75
vyatta@vyatta:~$ show ip route
Codes: K - kernel route, C - connected, S - static, R - RIP, O - OSPF, I - ISIS, B - BGP, > - selected route, * - FIB route S>* 0.0.0.0/0 [1/0] via 10.1.1.1,
eth0
C>* 10.1.1.0/30 is directly connected, eth1
C>* 10.2.2.0/30 is directly connected, eth2
S 10.1.2.0/24 [1/0] via 10.1.1.1, eth1
S>* 10.1.2.0/24 [100/0] via 10.2.2.1, eth2
O 10.1.2.0/24 [110/20] via 10.2.2.1, eth2
C 127.0.0.0/8 is directly connected, lo

vyatta@vyatta:~$

Your router has received a packet destined for host 10.1.2.42.

Which line from the routing table shows how the router will forward the packet?

A. S> 0.0.0.0/0 [1/0] via 10.1.1.1, eth0
B. S 10.1.2.0/24 [1/0] via 10.1.1.1, eth1
C. S> 10.1.2.0.24 [100/0] via 10.2.2.1, eth2
D. O 10.1.2.0/24 [110/20] via 10.2.2.1, eth2

Correct Answer: C
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