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D. A TCP monitor to Service1 and a TCP-ECV monitor with the secure parameter selected 
to Service2. 

Answer: C 

QUESTION: 103 
An administrator needs to configure a health check for the bank web servers so that the 
probe fails if the monitor does not receive the expected HTTP data response for an 
encrypted HTTP request. How should the administrator configure the health check in the 
configuration utility to meet this requirement? 

A. Add an HTTPs monitor and type in the appropriate HTTPs request and response. 
B. Add an HTTPS-ECV monitor and type in the appropriate HTTPS-ECV send and receive 
string. 
C. Add an HTTP monitor, select the secure parameter and type in the appropriate HTTP 
request and response. 
D. Add an HTTP-ECV monitor, select the secure parameter and type in the appropriate 
send and receive string. 

Answer: D 

QUESTION: 104 
Scenario: 
An administrator has been instructed to configure NetScaler systems in High Availability 
(HA) pairs to ensure reliability of web traffic to the web site of a company. The 
administrator has also been instructed to configure the NetScaler systems for HA 
monitoring in one-arm mode. Should the administrator disable any interfaces while 
configuring HA monitoring, and if so, which interfaces should be disabled? 

A. No, the HA monitor requires all interfaces to be active. 
B. No, the HA monitor determines the interfaces that are active. 
C. Yes, all system interfaces except for the one connected to the switch. 
D. Yes, all system interfaces except for the two connected to the internal and external 
switches. 

Answer: C 

QUESTION: 105 
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A company is planning on implementing NetScaler systems in HighM Availability pairs. 
Which entry in the NS.CONF file of the secondary system needs to be unique from those of 
the primary system? 

A. VMAC 
B. VIP address 
C. MIP address 
D. NSIP address 

Answer: D 

QUESTION: 106 
An administrator is configuring a pair of NetScaler systems for High Availability and needs 
to ensure that specific interfaces are not monitored. Where in the configuration utility can 
the administrator ensure this? 

A. The root of the System node 
B. The root of the Network node 
C. The interface sub node in the System node 
D. The interface sub node in the Network node 

Answer: D 

QUESTION: 107 
An administrator is configuring a pair of NetScaler systems for High Availability and needs 
to ensure that a specific active interface is not monitored. Which command can be used to 
achieve this? 

A. Set node 
B. Set interface 
C. Ha monitor off 
D. Hastatus nomonitor 

Answer: B 

QUESTION: 108
 
Which event would trigger a failover in a High Availability pair?
 

A. The primary appliance reboots. 
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B. A forced synchronization event fails. 
C. A monitored interface fails on the secondary node. 
D. The default gateway does not return a heartbeat packet from the primary node. 

Answer: A 

QUESTION: 109 
Which IP address should an administrator set when using the add node command on the 
primary node of a High Availability pair? 

A. MIP address of the secondary device 
B. NSIP address of the secondary device 
C. IP address of the failover NIC on the primary device 
D. IP address of the failover NIC on the secondary device 

Answer: B 

QUESTION: 110 
A multinational company with two server farms wants to set up a NetScaler system with 
High Availability as shown in the attached exhibit without using content switching. How 
many virtual IP addresses will the administrator need to configure in order to access 
backend resources in this environment? Click the Exhibit button to view the environment. 

A. One 
B. Two 
C. Three 
D. Four 
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Answer: B 

QUESTION: 111 
Which expression should an administrator use in a content filtering policy to explicitly drop 
trace and connect methods? 

A. PEQ.HTTP.METHOD ! = TRACE // REQ.HTTP.METHOD ! = CONNECT 
B. PEQ.HTTP.METHOD = = TRACE // REQ.HTTP.METHOD = = CONNECT 
C. PEQ.HTTP.METHOD ! = TRACE && REQ.HTTP.METHOD ! = CONNECT 
D. PEQ.HTTP.METHOD = = TRACE && REQ.HTTP.METHOD = = CONNECT 

Answer: B 

QUESTION: 112 
Which two modes could a NetScaler system be deployed in if all traffic must pass through 
the NetScaler? (Choose two.) 

A. HA inline 
B. HA one-arm 
C. Stand-alone inline 
D. Stand-alone one-arm 

Answer: A, C 
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