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A. Verify that the green OK-to-OK LED is lit on the hard drive.  
B. Take the drive offline before removing. 
C. Temporarily shut down the OS. 
D. Run the cfgadm –c configure command. 

Answer: B 

QUESTION: 63 
You are unable to add an Oracle ILOM user account, what is one possibility that 
would cause this issue? 

A. You need to add SSH keys to the system before creating additional user accounts. 
B. You do not have the user management role enabled. 
C. You do not have the host control role enabled. 
D. You have exceeded the maximum number of 5 user accounts. 

Answer: B 

QUESTION: 64 

When preparing to update the firmware, which two statements are true? 


A. If performed via the ILOM interface, the firmware file should reside on the 
system from which the browser is launched. 
B. If performed via the ILOM web interface, a TFTP server is required.  
C. If performed via the ILOM CLI, a TFTP server is required. 
D. Firmware updates can only be performed via the ILOM CLI. 

Answer: B 

QUESTION: 65 
You are trying to reach the OpenBoot prompt (ok) from Oracle Solaris on a SPARC 
T4-1 system running Oracle VM Server for SPARC. The OpenBoot firmware is not 
available. Why is the OpenBoot prompt not available? 

A. It has been removed from memory.  
B. It was not installed on the system. 
C. The service processor property “auto-boot” is disabled.  
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D. An incorrect version of OpenBoot firmware is installed. 

Answer: D 

QUESTION: 66 
A faulty DIMM needs to be replaced on a SPARC T4-2 server. What are two ways 
to determine which DIMM on a memory riser is faulty? 

A. Run the Oracle ILOM show faulty command.  
B. Run Oracle VTS software. 
C. Run the Oracle ILOM –al command. 
D. Press the Remind button on the memory riser. 

Answer: A, D 

QUESTION: 67 
During the initial installation of a SPARC T4-2 server, you notice the SP NET MGT 
port is not available. What is one possibility? 

A. The SPARC T4-2 does not use the SP NET MGT port. 
B. It must be connected to a Gigabit network. 
C. The network does not use DHCP. 
D. The Oracle ILOM is down. 

Answer: C 

QUESTION: 68 

You are troubleshooting an installation and have run Oracle Explorer Data Collector. 

What should you do with the output? 


A. Have it analyzed by the Oracle Risk Analysis Services (ORAS) knowledge 
engine. 
B. Have it analyzed by the Remote Diagnostic Agent (RDA) tool. 
C. Review the output and address the identified configuration errors. 
D. Calculate the system operational risk (e.g., the chance of the system to go out of 
service due to a hardware issue.) 
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Answer: C 

QUESTION: 69 
You have set up power on self test (POST) to run when the scrvrr has been reset by 
the user. The customer would like POST to run any error-invoked reset. How is this 
accomplished? 

A. Change the diagnostic level to "max" (user_reset_level = max). 
B. Change the diagnostic trigger to "error reset" (trigger = error-reset).  
C. Change the verbosity to "debug" (user_reset__verbosity = debug). 
D. Change the diagnostic trigger to "power on-reset" (trigger = power-on-reset). 

Answer: B 

QUESTION: 70 
Why are Electrostatic Discharge (ESD) "soft failures" the most serious type of 
failures? 

A. The damage is not immediately noticed or detected.  
B. The damage is immediate and easily detected. 
C. The damage corrupts firmware. 
D. The damage results in the failure of the entire system. 

Answer: A 
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