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B.   patchrm 
C. patchadd -r 
D. showrev -p patch_ID -o rm 

Answer: B 

QUESTION: 112 
A customer has inadvertently deleted /usr/lib/libC.so.5. The customer wants to remove the 
package to which /usr/lib/libC.so.5 belongs and reinstall it. What command should you use to 
find out what package it belongs to? 

A.   pkgchk libC.so.5 
B.   pkginfo libC.so.5 
C. grep libC.so.5 /var/sadm/pkg 
D. grep /usr/lib/libC.so.5 /var/sadm/install/contents 

Answer: D 

QUESTION: 113 
You need to install two packages, SUNWrsc and SUNWrscd, on a Sun Fire V880. How can you 
install the two packages with one command? 

A.   pkgadd -d . SUNWrsc SUNWrscd 
B. packages add SUNWrsc SUNWrscdB 
C. pkgadd -d . 2: SUNWrsc SUNWrscd 
D. pkgadd -d -c 2 . SUNWrsc SUNWrscd 

Answer: A 

QUESTION: 114 
You are replacing a failed System Board 0 on a production Sun Fire 6800 using Dynamic 
Reconfiguration. What is the first command you should run to replace the board? 

A.  cfgadm 
B.  cfgadm -a 
C. cfgadm -c 
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D. cfgadm -r 
E. removeboard 

Answer: C 

QUESTION: 115 
You are troubleshooting a StorEdge 3310 Array with an amber I/O Error LED. The customer is 
concerned about downtime and asks you which components can be swapped out without bringing 
the system down. Which three components are hot swappable? (Choose three.) 

A.  Disks 
B.  Midplane 
C. I/O Module 
D. Controller Module 
E. Power cooling unit 

Answer: A, D, E
 

QUESTION: 116
 
You are required to install a system board into an available slot on a Sun Fire 6800 for testing.
 
What command should you use to locate an empty slot?
 

A.  showboards 
B.   showplatform 
C. showcomponent 
D. showenvironment 

Answer: A 

QUESTION: 117 
You receive a call for a failed CPU in a Sun Fire V880. You call the customer and they say that 
not only has the CPU failed, but they also can't see all of their memory. How many DIMM slots 
are unavailable on a V880 system board due to a single failed CPU? 

A.  4 
B.  8 
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C. 12 
D. 16 

Answer: B 

QUESTION: 118
 
A client has a Sun Fire V1280 that gives the following message:
 
Data parity error on connection to Repeater Board Slot 10
 
The service center recommends changing repeater board 0.
 
Where are the repeater boards located and how many repeater boards does each system support?
 

A.  Top ; two 
B.  Top ; one 
C. Rear ; two 
D. Rear ; one 
E. Front ; two 
F.   Front ; one 

Answer: A 

QUESTION: 119
 
After replacing a failed external disk on a Sun Fire E4900, you are performing a disk format test,
 
and the customer would like to keep the data. What test can you run that will preserve the data?
 

A.  write 
B.   verify 
C. compare 
D. refresh 

Answer: D 

QUESTION: 120 
You have just installed a fibre channel HBA in a Sun Fire V880. You connect the HBA to an 
existing Sun StorEdge 3510 and execute the cfgadm command to configure the HBA. You run 
the stmsboot -e command to enable I/O Multipathing (MPxIO) and reboot the server. What utility 
should you use to verify that both paths to the StorEdge 3510 are working? 
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A.   vxdisk 
B.   luxadm 
C. ssaadm 
D. vxdmpadm 

Answer: B 
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