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QUESTION: 31 

Which is the primary function of the Cisco MSE 8321 ISDN GW blade?
 

A. To provide up to 60 1080p high-definition video conferences. 
B. To provide call forwarding, live receptionist, or departmental menus 
C. To provide IP telepresence recording, playback, and streaming media 
D. To connect ISDN endpoints to IP-based endpoints 

Answer: D 

QUESTION: 32 
A VCS Expressway is used used to traverse the firewall for multiple VCS Control 
traversal Clients. Which deployment option is this? 

A. Mutualized 
B. Typical 
C. Simple 
D. Dual network 

Answer: A 

QUESTION: 33 
Which conceptual zone, controlling the amount of bandwidth used by calls passing 
through the VCS, represents the gatekeeper itself? 

A. Default subzone 
B. Local zone 
C. Traversal subzone 
D. Local subzone 

Answer: C 

QUESTION: 34 
Which three of the following are features of the Cisco Telepresence video 
communication server? (Choose two) 
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A. It offers full high-definition transcoding on every port 
B. It provides on-demand ad hoc conference 
C. It has support for auto-attendant, direct inward dialing, and TCS4 access 
D. It has support for AES 128-bit encryption. 
E. it provides software-driven firewall functionality. 
F. It offers clustering of up to 12 Cisco Telepresence servers. 
G. It permits ISDN and IP endpoints to connect and communicate. 

Answer: B, C 

QUESTION: 35 
Endpoints register to the VCS Control on the LAN and a VCS Expressway is used for 
traversing the firewall for traversal clients, which deployment 

A. typical 
B. Dual network 
C. mutulaized 
D. simple 

Answer: A 

QUESTION: 36 

In the multizone model with Prefix Dialing, what are suffixes and prefixes used for?
 

A. To ensure that location requests are always sent to every zone 
B. To be added to all numbers or aliases dialed by endpoints 
C. To prevent registration of devices by IP address 
D. To ensure that location requests are only sent to VCSs if the prefix or suffix matches 

Answer: D 

QUESTION: 37 
You are asked to implement a Cisco Telepresence pilot on a client network. Which 
deployment model would you likely choose? 

A. WAN muitizone 
B. WAN single zone 
C. Campus single zone 
D. Campus muitizone  
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Answer: C 

QUESTION: 38 

What can you use to map SIP addresses to E.164 aliases?
 

A. Multiway 
B. Interworking 
C. FindMe 
D. TCS4 

Answer: D 

QUESTION: 39 
When configuring a connection to a remote duster, why should you configure the relevant 
zone with details of all peers in the duster? 

A. It allows a call to traverse the firewall. 
B. It allows peers within the cluster to communicate using the Cisco Telepresence 
C. Software Version TC4.0 protocol. 
D. It ensures that if one duster fails, a neighboring duster can assume call control 
functionality. 
E. It ensures that a call is passed to the duster regardless of the status of the individual 
peers within the duster. 

Answer: E 

QUESTION: 40 

What is required to include ISDN participants in a call with a multipoint control unit? 


A. ISDN participants cannot be included in a call with a multipoint control unit 
B. Add the ISDN bandwidth option key 
C. Add the PRI or BRI interface module  
D. Install a separate ISDN gateway. 

Answer: C 
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