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A. RIP  
B. OSPF 
C. IP MUX  
D. routing 

Answer: C, D 

QUESTION: 59 

What is a major reason to choose dynamic routing over static routing?
 

A. The number of users 
B. The number of WAN links 
C. The number of Nortel products 
D. The size and complexity of the network(s) 

Answer: D 

QUESTION: 60 

Where in the Secure Router OS command line interace is NAT configured? 


A. Under the router configuration 
B. Under the bundle configuration 
C. Under the system configuration 
D. Under the module configuration 

Answer: B 

QUESTION: 61 

Which three NAT traversal strategies are used for VoIP? (Choose three.) 


A. Cone NAT 
B. Dynamic NAT 
C. Application Gateway (ALGs) 
D. NAT avoidance (VPN, etc? E. Source Specific NAT 
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Answer: A, C, D 

QUESTION: 62 
To view all of your OSPF neighbor(s) and verify their IP address, router id and state 
of the connection, which command should you use? 

A. Show ip ospf neighbor detail 
B. Show ip route ospf 
C. Show database ospf database_summary 
D. You cannot view all that information in one command. 

Answer: A 

QUESTION: 63 

Which syntax is correct for viewing only OSPF routes?
 

A. Show ip route 
B. Show route ospf 
C. Show ip routes ospf 
D. Show ip ospf routes 

Answer: C 

QUESTION: 64 
You are enabling OSPF on the Nortel Secure Router. You have already configured and tested 
the Ethernet ports and WAN links. What is the next step? 

A. Do nothing, OSPF is enabled by default. 
B. Configure OSPF on the associated interfaces. 
C. Type router ospf from configure prompt. 
D. Create a router ID using a configured IP address on the router. 

Answer: D 
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