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Question: 11

Refer to the exhibit.

To which shelf and port should SAS HBA slot 1 port B be connected?
A. Shelf 04 BH
B. Shelf 01 BH
C. Shelf 04 BE
D. Shelf 01 BE



Answer: A

Question: 12

A backup administrator has enabled the Retention Lock feature on their PowerProtect DD appliance. Over time, the
administrator noticed an increase in file system utilization. Upon further investigation, the administrator discovered
expired files are still present on the appliance.

What is the most likely reason for this issue?
A. The time of the file was set below the minimum retention period
B. Retention Lock feature was disabled before the expiration date
C. File system cleaning was disabled
D. Backup application failed to delete the file after expiration

Answer: D

Question: 13

An administrator is configuring a Google Cloud Provider cloud unit on their DD9900 .

Which certificate must be imported before adding the cloud unit?
A. S3 Flexible
B. Root CA
C. GlobalSign Root R1
D. GlobalSign Root R2

Answer: D

Explanation:

Reference: https://www.delltechnologies.com/asset/en-us/products/data-protection/technical-support/docu97051.pdf
(392)

Question: 14

An administrator recognizes poor network performance when using CIFS shares from a PowerProtect DD system. The
network link utilization is under 100%.

What is the most likely cause of this issue?
A. TCP window size too small
B. TCP timeout too small
C. TCP timeout too large
D. TCP window size too large

Answer: B



Question: 15

When using CIFS from a PowerProtect DD system, what should be changed on a Windows machine?
A. SMBTimeout to 7200 seconds
B. CIFSTimeout to 3600 seconds
C. SESSTIMEOUT to 7200 seconds
D. SESSTIMEOUT to 3600 seconds

Answer: D




