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E. Rate classes can be created and associated with pool members. 

Answer: A, C 

QUESTION: 44 
When a virtual server has compression enabled, which traffic is compressed by the BIG-
IP? 

A.  all client traffic to and from that virtual server 
B.   all traffic to and from that virtual and the chosen pool member 
C. if the client is capable, traffic to the client from the virtual server 
D. if the client is capable, traffic to the client from the virtual server and between the 
virtual server and chosen pool member 

Answer: C 

QUESTION: 45
 
Which is a potential result when a trunk is configured on a BIG-IP?
 

A.   VLAN Fail-Safe is not available for any VLANs associated with any trunks. 
B.   Packets flowing to the VLAN could arrive on any of the interfaces in the trunk. 
C. No additional trunks can be configured since each BIG-IP is limited to one trunk. 
D. Since any VLANs associated with the trunk are necessarily associated with multiple 
interfaces, the VLANS using the trunk must use tagged packets. 

Answer: B 

QUESTION: 46
 
Which statement is true regarding OneConnect processing?
 

A.   The virtual server must have a UDP profile. 
B.   The number of client connections is reduced. 
C. Server-side requests can utilize existing client connections. 
D. Client-side requests can utilize existing server side connections. 

Answer: D 

QUESTION: 47 
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A BIG-IP has a virtual server at 150.150.10.10:80 that is associated with a load-
balancing pool with a single pool member:  10.10.10.1:80.  This BIG-IP also has a 
SNAT at 150.150.10.11 set for all addresses.  All other settings are at their default states. 
If a client with the IP address 200.200.1.1 sends a request to the virtual server, what are 
the source and destination addresses when the associated packet is sent to the pool 
member? 

A. Source: 200.200.1.1  Destination:  10.10.10.1 
B.   Source: 150.150.10.11  Destination:  10.10.10.1 
C. Source:  200.200.1.1  Destination:  150.150.10.10 
D. Source: 150.150.10.11  Destination:  150.150.10.10 

Answer: B 

QUESTION: 48 
Click the Exhibit button. 
Given the network in the exhibit and the following partial configuration.  If a packet 
arrived on the 
BIG-IP with a source IP address of 200.10.10.10 and a destination IP address of 
150.10.10.75, what would the source IP address of the associated packet be when it 
arrived on the chosen member of the web_pool? 
pool web_pool { 

member 10.10.1.1:80
 
member 10.10.1.2:80
 
member 10.10.1.3:80
 

} 
snatpool client_pool { 

member 10.10.1.100 
member 150.10.10.15 

} 
virtual VS_web { 

destination 150.10.10.10:80 
ip protocol tcp

     snat automap 
pool web_pool 

} 
virtual VS_network { 

destination 150.10.10.0:any 
mask 255.255.255.0 
snatpool client_pool 
ip protocol tcp 
pool web_pool 

} 
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A.   10.10.1.100 
B.  150.10.10.15 
C. 200.10.10.10 
D. It would be one of the three IP addresses in the web_pool. 
E. It would be the floating self-IP address on the internal VLAN of the BIG-IP. 
F.   There is insufficient information to determine what the source address would be. 

Answer: A 
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