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QUESTION: 92 
Assume a virtual server is configured with a ClientSSL profile. What would the result be if 
the virtual server's destination port were not 443? 

A. SSL termination could not be performed if the virtual server's port was not port 443. 
B. Virtual servers with a ClientSSL profile are always configured with a destination port of 
443. 
C. As long as client traffic was directed to the alternate port, the virtual server would work as 
intended. 
D. Since the virtual server is associated with a ClientSSL profile, it will always process 
traffic sent to port 443. 

Answer: C 

QUESTION: 93 

A site needs to terminate client HTTPS traffic at the BIG-IP and forward that traffic 

unencrypted. Which two are profile types that must be associated with such a virtual server? 

(Choose two.) 


A. TCP 
B. HTTP 
C. HTTPS 
D. ClientSSL 
E. ServerSSL 

Answer: A, D 

QUESTION: 94 
A BIG-IP has two load balancing virtual servers at 150.150.10.10:80 and 150.150.10.10:443. 
The port 80 virtual server has SNAT automap configured. There is also a SNAT configured 
at 150.150.10.11 set for a source address range of 200.200.1.0 / 255.255.255.0. All other 
settings are at their default states. If a client with the IP address 200.200.1.1 sends a request 
to https://150.150.10.10, what is the source IP address when the associated packet is sent to 
the pool member? 

A. 200.200.1.1 
B. 150.150.10.11 
C. Floating self IP address on VLAN where the packet leaves the system 
D. Floating self IP address on VLAN where the packet arrives on the system 
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Answer: B 

QUESTION: 95 
When initially configuring the BIG-IP system using the config utility, which two parameters 
can be set? (Choose two.) 

A. The netmask of the SCCP 
B. The IP address of the SCCP 
C. The port lockdown settings for the SCCP 
D. The netmask of the host via the management port 
E. The IP address of the host via the management port 
F. The port lockdown settings for the host via the management port 

Answer: D, E 

QUESTION: 96 

Which statement is true concerning SNATs using automap?
 

A. Only specified self-IP addresses are used as automap addresses. 
B. SNATs using automap will translate all client addresses to an automap address. 
C. A SNAT using automap will preferentially use a floating self-IP over a non-floating self-
IP. 
D. A SNAT using automap can be used to translate the source address of all outgoing traffic 
to the same address regardless of which VLAN the traffic is sent through. 

Answer: C 

QUESTION: 97 
Which cookie persistence method requires the fewest configuration changes on the web 
servers to be implemented correctly? 

A. Insert 
B. Rewrite 
C. Passive 
D. Session 
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Answer: A 

QUESTION: 98 
A BIG-IP has a virtual server at 150.150.10.10:80 with SNAT automap configured. This 
BIG-IP also has a SNAT at 150.150.10.11 set for a source address range of 
200.200.1.0/255.255.255.0. All other settings are at their default states. If a client with the IP 
address 200.200.1.1 sends a request to the virtual server, what is the source IP address when 
the associated packet is sent to the pool member? 

A. 200.200.1.1 
B. 150.150.10.11 
C. Floating self IP address on VLAN where the packet leaves the system 
D. Floating self IP address on VLAN where the packet arrives on the system 

Answer: C 

QUESTION: 99 
A virtual server is defined per the charts. The last five client connections were to memebers 
C,D,A,B,B. Given the conditions shown in the exhibit, if a client with IP address 
205.12.45.52 opens a connection to the virtual server, which member will be used for the 
connection? 

A. 10.10.20.1.80 
B. 10.10.20.2.80 
C. 10.10.20.3.80 
D. 10.10.20.4.80 
E. 10.10.20.5.80 
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Answer: B 

QUESTION: 100 

Assume the bigd daemon fails on the active system. Which three are possible results? 

(Choose three.) 


A. The active system will restart the bigd daemon and continue in active mode.  
B. The active system will restart the tmm daemon and continue in active mode. 
C. The active system will reboot and the standby system will go into active mode.  
D. The active system will fail-over and the standby system will go into active mode. 
E. The active system will continue in active mode but gather member and node state 
information from the standby system. 

Answer: A, C, D 
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